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NEW ITEM INDEX
Part Number Description Pg Part Number Description Pg

32-55 License illuminator 44 9512Y-88-3 2-1/2” LED Clearance or Marker Kit 34

34-55-88 LED License illuminator W/bracket 45 9540-44 Snap on flange w/reflex 61

37-88 LED License illuminator 44 9584 Mounting bracket 58

38 License / Utility lamp 44 9709-88 6 LED Work lamp 42

117-60 Branch guard 59 9761 6” Utility light 41

232-88 LED Stop/Tail/Turn 12 9762-88 30 LED Interior light with switch 40

233-88 LED Stop/Tail/Turn 12 9819C55-88 LED 3/4” Clearance or Marker lamp 40

236-88 LED Stop/Tail/Turn 12 9819R-55-88 LED 3/4” Clearance or Marker lamp 35

237-88 LED Stop/Tail/Turn 12 9819Y-55-88 LED 3/4” Clearance or Marker lamp 35

304R-55-88-3 3 LED Clearance or Marker lamp 29 9821R-55-88 9 LED 2” Clearance or Marker lamp 34

304Y-55-88-3 3 LED Clearance or Marker lamp 29 9821Y-55-88 9 LED 2” Clearance or Marker lamp 34

452C-88 Led Turn signal lamp 22 9824R-55 2-3/4” Clearance or Marker lamp 35

453C-88 Led Turn signal lamp 22 9824Y-55 2-3/4” Clearance or Marker lamp 35

1236-88AC 60 LED Rear & Side turn lamp 21 9824R-55-88 2 LED 2-3/4” Clearance or Marker lamp 35

1237-88AC 120 LED Stop/Tail/Turn 11 9824Y-55-88 2 LED 2-3/4” Clearance or Marker lamp 35

1237C-88AC 120 LED Stop/Tail/Turn 11 9829R-88 2 LED 2-1/2” Clearance or Marker lamp 30

1238-88 60 LED Back-up lamp 37 9829Y-88 2 LED 2-1/2” Clearance or Marker lamp 30

1258 6-1/2” Oval intermediate side turn lamp 27 9843WP-88 10 LED 4” Diameter Stop/Tail/Turn 7

1258-3 6-1/2” Oval kit 27 9860-88-5C Chrome bezel 59

1260-88 18 LED 6-1/2” Oval Turn signal lamp 26 9863-55-88 12 LED Rectangular Clearance lamp 30

1260-88-3 6-1/2” LED Oval kit 26 9864-55-88 12 LED Rectangular Clearance lamp 30

2520Y Surface mount strobe 48 9865-88 10 LED 6-1/2” Oval Stop/Tail/Turn 9

3520R-88 4 LED High power strobe 47 9865-88-5C Chrome bezel 59

3520Y-88 4 LED High power strobe 47 9866-88 10 LED 8” Oval Turn Signal lamp 19

3520W-88 4 LED High power strobe 47 9877-88 60 LED 7” Diameter Stop/Tail/Turn 10

3525Y-88 8 LED Rotataing strobe 48 9878Y-88 17 LED 7” Diameter Turn signal lamp 20

3620Y-88 4 LED Rotataing strobe 48 9883C 5-1/2” Rectangular Back-up lamp 38

9340Q-88 56 LED 4” Diameter Quad flash lamp 49 9891BU-88 20 LED Diameter Back-up lamp 36

9350Q-88 27 LED 6-1/2” Oval Quad flash lamp 49 9891BU-88-3 LED Back-up Kit 36

9451-555-88AC 15 LED Stop/Tail/Turn low profile lamp 5 9893BU-88 20 LED 6-1/2” Oval back-up lamp 36

9453-555-88AC 15 LED Stop/Tail/Turn low profile lamp 5 9893BU-88-3 LED Back-up Kit 36

9454-555-88AC 15 LED Stop/Tail/Turn low profile lamp 5 9895C-55-88 4 LED 3” Utility light 40

9455-55-88AC 15 LED Stop/Tail/Turn low profile lamp 5 9895W-55-88 4 LED 3” Utility light 40

9456-555-88AC 15 LED Stop/Tail/Turn low profile lamp 6 9896L Stop/tail/Turn w/sidemarker 15

9458-55-88AC 9 LED Identification lamp 39 9896R Stop/tail/Turn w/sidemarker 15

9461-55-88AC 9 LED Identification lamp 39 9896-3-1 Trailer kit 64

9463-555-88AC 9 LED Identification lamp 39 9897-88 9 LED Submersible Stop/Tail/Turn 12

9500-88-BLU 9 Blue LED 2” Utility lamp 40 9897-88-3-1 LED Trailer kit-Submersible 54

9500-88-BLU-CHR 9 Blue LED 2” Utility lamp with chrome lens 40 9898-88 9 LED Submersible Stop/Tail/Turn 12

9512R-88 4 LED 2-1/2” Clearance or Marker lamp 34 9899L Stop/Tail/Turn 16

9512R-88-3 2-1/2” LED Clearance or Marker Kit 34 9899R Stop/Tail/Turn 16

9512Y-88 4 LED 2-1/2” Clearance or Marker lamp 34 9899-3-1 Trailer kit-Submersible 54

Broken Light?

Looking for a T ail Light or Sidemarker for your 
Pick-Up T ruck, Mini V an or SUV?  

See our Light Duty cat alog (ML-09) online: 
www.glo-brite.com
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8601-88AC

LED

DESCRIPTION
•  120 LED Stop/Tail/Turn lamp
•  Reflex
•  Red housing
•  Flush mount

FUNCTIONS
•  Top section        Red Stop and Tail
•  Bottom section   Red Turn and Tail

STOP / TAIL / TURN & BACK-UP

8610-88AC

LED

DESCRIPTION
•  120 LED Stop/Tail/Turn and Back-up lamp 
•  Clear lens
•  Reflex
•  Clear housing
•  Flush mount

FUNCTIONS
•  Top section        Red Stop and Tail
•  Bottom section   Red Turn and Tail

8611-88AC

LED

DESCRIPTION
•  120 LED Stop/Tail/Turn lamp
•  Clear lens
•  Reflex
•  Clear housing
•  Flush mount 

FUNCTIONS
•  Top section        Red Stop and Tail
•  Bottom section   Yellow Turn

8620-88AC

LED

DESCRIPTION
•  150 LED Stop/Tail/Turn and Back-up lamp 
•  Clear lens
•  Reflex
•  Clear housing
•  Flush mount

FUNCTIONS
•  Top section 60 LED - Red Stop and Tail 
•  Middle section 30 LED - Clear Back-up
•  Bottom section 60 LED - Red Turn and Tail 

Mounting Hole Centers:
6-7/32” Sq.

Mounting Hole Centers:
6-7/32” Sq.

Mounting Hole Centers:
6-7/32” Sq.

Mounting Hole Centers:
6-7/32” Sq.
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8511AC / 8513AC DESCRIPTION
•  Stop/Tail/Turn and Back-up lamp
•  Red upper lens
•  Reflex
•  Clear lower lens
•  Chrome housing
•  Flush mount 

PART NUMBERS
•  8511AC  Black housing
•  8513AC  Chrome housing

REPLACEMENT PARTS
•  8511LRC  Lens (red with clear lower lens)   
•  1157  Bulb (upper section)
•  1156  Bulb (lower section)   
•  8511-2  Gasket

8517AC DESCRIPTION
•  Stop/Tail/Turn and Back-up lamp
•  Red upper lens
•  Reflex
•  Yellow lower lens
•  Black housing
•  Flush mount

REPLACEMENT PARTS
•  8511LRA Lens (red with yellow lower lens)
•  1157  Bulb (upper section)   
•  1156  Bulb (lower section)   
•  8511-2  Gasket

STOP / TAIL / TURN & BACK-UP

LED

8630-88AC DESCRIPTION
•  120 LED Stop/Tail/Turn lamp 
•  Smoke lens
•  Reflex
•  Smoke housing
•  Flush mount 

FUNCTIONS
•  Top section 60 LED - Red Stop and Tail 
•  Bottom section 60 LED - Red Turn and Tail 

LED

8621-88AC DESCRIPTION
•  150 LED Stop/Tail/Turn and Back-up lamp
•  Clear lens
•  Reflex
•  Clear housing
•  Flush mount

FUNCTIONS
•  Top section 60 LED - Red Stop and Tail
•  Middle section 30 LED - Clear Back-up
•  Bottom section 60 LED - Yellow Turn 

Mounting Hole Centers:
6-7/32” Sq.

Mounting Hole Centers:
6-7/32” Sq.

Mounting Hole Centers:
6-9/32” Sq.

Mounting Hole Centers:
6-9/32” Sq.
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STOP / TAIL / TURN & BACK-UP

LED

15/16” in Height

DESCRIPTION
•  20 LED High “Mount” Stop lamp 
•  Reflex
•  Impact resistant plastic housing
•  2 wire
•  Mounting Angle: Any
•  Flush mount

9402-55-88

DESCRIPTION
•  20 LED Stop/Tail/Turn lamp 
•  Reflex
•  Impact resistant plastic housing   
•  3 wire   
•  Mounting Angle: Any
•  Flush mount

9401-555-88
LED

15/16” in Height

DESCRIPTION
•  Stop/Tail/Turn and Back-up lamp 
•  Red upper lens
•  Reflex
•  Red lower lens
•  Black housing
•  Flush mount

PART NUMBERS
•  8520AC  Black housing   
•  8522AC Chrome housing

REPLACEMENT PARTS
•  8511LRR  Lens (red with red lower lens)   
•  1157  Bulb (upper and lower section)
•  1156  Bulb (lower section)
•  8511-2  Gasket

8520AC / 8522AC

8519AC DESCRIPTION
•  Stop/Tail/Turn and Back-up lamp
•  Red upper lens
•  Reflex
•  Yellow lower lens
•  Chrome housing
•  Flush mount

REPLACEMENT PARTS
•  8511LRA Lens (red with yellow lower lens)
•  1157  Bulb (upper section)   
•  1156  Bulb (lower section)
•  8511-2  Gasket

Mounting Hole Centers:
6-9/32” Sq.

Mounting Hole Centers:
6-9/32” Sq.

14-3/16” Mounting Hole Centers

14-3/16” Mounting Hole Centers
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9451-555-88AC

NEW

DESCRIPTION
•  15 LED Stop/Tail/Turn Low Profile lamp
•  Reflex
•  Impact resistant plastic housing
•  3 wire
•  Mounting Angle: Any

New LUMI-FLECT® Technology (see p age 84)

1” in Height

9453-555-88AC

NEW

LED

LED

1” in Height

DESCRIPTION
•  15 LED Stop/Tail/Turn Low Profile lamp
•  Reflex
•  Impact resistant plastic housing
•  3 wire
•  Mounting Angle: Any

9454-555-88AC
LED

1” in Height

DESCRIPTION
•  15 LED Stop/Tail/Turn Low Profile lamp
•  Clear lens
•  Reflex
•  3 wire
•  Impact resistant plastic housing
•  Mounting Angle: Any

New LUMI-FLECT® Technology (see p age 84)

NEW

9455-55-88AC

NEW

LED

DESCRIPTION
•  15 LED Stop/Turn Low Profile lamp (No Tail )
•  Reflex
•  Impact resistant plastic housing
•  2 wire
•  Mounting Angle: Any

1” in Height

STOP / TAIL / TURN & BACK-UP

14-3/16” Mounting Hole Centers

14-3/16” Mounting Hole Centers

14-3/16” Mounting Hole Centers

14-3/16” Mounting Hole Centers
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STOP / TAIL / TURN & BACK-UP

9841-88

LED

DESCRIPTION
•  40 LED 4” Diameter Stop/Tail/Turn lamp
•  Thin line 
•  Impact resistant plastic housing
•  9845 Adapter-optional (not included)
•  Male connector

9841-88-3 KIT INCLUDES
•  9841-88  Lamp   
•  9844  Connector   
•  9546 Grommet

9839-88 DESCRIPTION
•  40 LED 4” Diameter Stop/Tail/Turn lamp    
•  Impact resistant plastic housing
•  Flange mount-grey
•  9845 Adapter-optional (not included)
•  Male connector

9839-88-3 KIT INCLUDES
•  9839-88 Lamp   
•  9844  Connector

LED

9542-88 DESCRIPTION
•  10 LED 4” Diameter Stop/Tail/Turn lamp     
•  Impact resistant plastic housing
•  Male connector

9542-88-3 KIT INCLUDES
•  9542-88 Lamp    
•  9844  Connector   
•  9546  Grommet

LED

DESCRIPTION
•  40 LED 4” Diameter sealed Stop/Tail/Turn lamp   
•  Mirror finish-enhanced visibility                           
•  Impact resistant plastic housing
•  Female connector

9539-88-3 KIT INCLUDES
•  9539-88 Lamp
•  9544 Plug
•  9546  Grommet  

9539-88
LED

9456-555-88AC LED

DESCRIPTION
•  15 Red LED Stop/Tail/Turn Low Profile lamp
•  Clear lens
•  Impact resistant plastic housing
•  3 wire
•  Mounting Angle: Any

1” in HeightNEW

14-3/16” Mounting Hole Centers
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9843-88

LED

DESCRIPTION
•  10 LED 4” Diameter Stop/Tail/Turn lamp
•  Thin line
• Impact resistant plastic housing
•  Male connector

9843-88-3 KIT INCLUDES
•  9843-88   Lamp   
•  9844 Connector
•  9546  Grommet   

9843WP-88

LEDNEW

DESCRIPTION
•  10 LED 4” Diameter Stop/Tail/Turn lamp
•  Thin line
• Impact resistant plastic housing
•  3 Wire w/Bullet Connectors

STOP / TAIL / TURN & BACK-UP

9891-88 DESCRIPTION
•  10 LED 4” Diameter Stop/Tail/Turn lamp 
•  Impact resistant plastic housing
•  Female connector

9891-88-3 KIT INCLUDES
•  9891-88  Lamp   
•  9544  Plug   
•  9546  Grommet

LED

9843-555-88 DESCRIPTION
•  10 LED 4” Diameter Stop/Tail/Turn lamp
•  Thin line
•  3 wire plug
• With molded conductor connector

9843-555-88-3 KIT INCLUDES
•  9843-555-88 Lamp   
•  9546 Grommet  

LED
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9551 DESCRIPTION
•  4” Diameter sealed Stop/Tail/Turn lamp    
•  Reflex
•  Impact resistant plastic housing
•  Vibration resistant bulb mount
•  Female connector

9551-3 KIT INCLUDES
•  9551 Lamp
•  9544 Plug
•  9546 Grommet

9852-88

9852-555-88

LED

DESCRIPTION
•  10 LED 6-1/2” Oval Stop/Tail/Turn lamp
•  Thin line
•  Impact resistant plastic housing
•  Male connector

9852-88-3 KIT INCLUDES
•  9852-88  Lamp   
•  9844  Connector
•  1250-2AC  Grommet   

DESCRIPTION
•  10 LED 6-1/2” Oval Stop/Tail/Turn lamp
•  Thin line
•  Impact resistant plastic housing
•  3 wire pigtail terminated 

9852-555-88-3 KIT INCLUDES
•  9852-555-88 Lamp   
•  1250-2AC  Grommet 

LED

STOP / TAIL / TURN & BACK-UP

9541 DESCRIPTION
•  4” Diameter sealed Stop/Tail/Turn lamp
•  Impact resistant plastic housing
•  Vibration resistant bulb mount
•  Female connector

9543 KIT INCLUDES
•  9541 Lamp   
•  9544 Plug   
•  9546 Grommet
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9865-88 DESCRIPTION
•  10 LED 6-1/2” Oval Stop/Tail/Turn lamp
•  3 wire pigtail
•  Impact resistant plastic housing
•  Flush mount

9893-88
LED

DESCRIPTION
•  10 LED 6-1/2” Oval Stop/Tail/Turn lamp
•  Impact resistant plastic housing
•  Female connector

9893-88-3 KIT INCLUDES
•  9893-88  Lamp   
•  9544  Plug   
•  1250-2AC  Grommet

LEDNEW

9553 DESCRIPTION
•  6-1/2” Oval sealed Stop/Tail/Turn lamp     
•  Impact resistant plastic housing
•  Isolated vibration resistant bulb mount
•  Female connector

9555 KIT INCLUDES
•  9553 Lamp   
•  9544 Plug   
•  1250-2AC Grommet

STOP / TAIL / TURN & BACK-UP

9857-88
LED

DESCRIPTION
•  40 LED 6-1/2” Oval Stop/Tail/Turn lamp
•  Thin line
•  Impact resistant plastic housing
•  9845 Adapter optional (not included)
•  Flange mount-grey
•  Male connector

9857-88-3 KIT INCLUDES
•  9857-88  Lamp   
•  9844  Connector

9853-88 DESCRIPTION
•  40 LED 6-1/2” Oval Stop/Tail/Turn lamp
•  Thin line
•  Impact resistant plastic housing
•  9845 Adapter-optional (not included)
•  Male connector

9853-88-3 KIT INCLUDES
•  9853-88  Lamp   
•  9844  Connector
•  1250-2AC  Grommet

LED
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STOP / TAIL / TURN & BACK-UP

9859-88
LED

DESCRIPTION
•  40 LED 8” Oval Stop/Tail/Turn lamp
•  Chrome trim
•  Impact resistant plastic housing
•  3 wire pigtail
•  Flush mount

DESCRIPTION
•  17 LED  7” Diameter Stop/Tail/Turn  lamp
•  Reflex
•  Impact resistant plastic housing
•  3 Wire pigtail
•  Flush mount

APPLICATIONS
•  Buses
•  Recreational Vehicles

9881-88 DESCRIPTION
•  17 LED 7” Diameter Stop/Tail/Turn  lamp
•  Reflex
•  Impact resistant plastic housing
•  3 Wire pigtail
•  Flush mount

APPLICATIONS
•  Buses
•  Recreational Vehicles

9877-88

NEW

LED

8505-77 DESCRIPTION
•  6-1/2” Diameter Stop/Tail/Turn lamp 
•  With Bulb and socket

REPLACEMENT PARTS
•  376X  Socket   
•  1157  Bulb

APPLICATIONS   
•  Buses
•  Recreational Vehicles
•  Universal

LED

7-7/32” Mounting Hole Centers
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STOP / TAIL / TURN & BACK-UP

LED

9883-88 DESCRIPTION
•  52 LED 5-1/2” Rectangular Stop/Tail/Turn lamp
•  Impact resistant plastic housing
•  9544 Plug (not included)
•  9586 Grommet (not included)
•  9585 Bracket (not included)
•  Female connector

1240-899 DESCRIPTION
•  Stop/Tail/Turn lamp with Sidemarker and Socket and Bulb
•  Two areas of reflex
•  4 hole mounting
•  Wrap around
•  Flush mount

REPLACEMENT PARTS
•  374X  Socket   
•  1157  Bulb

APPLICATIONS
•  Dump Trucks 
•  Wrecker Truck 
•  Recreational Vehicles
•  Universal

DESCRIPTION
•  120 LED Stop/Tail/Turn lamp 
•  Clear lens (red LEDs) w/sidemarker
•  Reflex
•  4 hole mounting
•  Wrap around
•  Flush mount

APPLICATIONS
•  Dump Trucks 
•  Wrecker Truck 
•  Recreational Vehicles
•  Buses
•  Universal

1237C-88AC

NEW LED

DESCRIPTION
•  120 LED Stop/Tail/Turn lamp with sidemarker 
•  Reflex
•  4 hole mounting
•  Wrap around
•  Flush mount

APPLICATIONS
•  Dump Trucks 
•  Wrecker Truck 
•  Recreational Vehicles
•  Buses
•  Universal

NEW LED

1237-88AC
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Three stud 

STOP / TAIL / TURN & BACK-UP

NEW

9897-88 / 9898-88 DESCRIPTION
•  9 LED Submersible Universal Stop/Tail/Turn lamp
•  Reflex
•  2 LED Sidemarker

PART NUMBERS
•  9897-88 Left with 4 LED license illuminator
•  9898-88 Right without license illuminator

9897-88-3-1  KIT INCLUDES
•  9897-88 Lamp
•  9898-88 Lamp
•  9824Y-55-88 Marker (2)
•  License Plate Bracket
•  48” Trunk Connector & Hardware   
•  20’ Wire Harness

DESCRIPTION
•  16 LED Stop/Tail/Turn lamp
•  22 LED Back-up 
•  2 LED Sidemarker
•  Reflex

PART NUMBERS
•  236-88 Left with 4 LED license illuminator
•  237-88 Right without license illuminator

LED

236-88 / 237-88

141-98 DESCRIPTION
•  Stop/Tail/Turn lamp with Socket and bulb
•  2 hole mounting

REPLACEMENT PARTS
•  376X Socket   
•  1157  Bulb

232-88 / 233-88 DESCRIPTION
•  16 LED Stop/Tail/Turn lamp  
•  22 LED Back-up
•  3 Stud mounting
•  Reflex

PART NUMBERS
•  232-88 Left with 4 LED license illuminator
•  233-88 Right without license illuminator

LEDNEW

NEW LED

2” S tud Centers
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Three stud 

STOP / TAIL / TURN & BACK-UP

Two stud 

DESCRIPTION
•  Stop/Tail/Turn and Back-up lamp
•  Reflex
•  Impact resistant plastic housing
•  Weatherproof harness and pigtail
• “Isolator” Shock mounted bulb

PART NUMBERS
•  238 Left w/ license illuminator
•  238C Left w/ chrome body
•  239   Right w/o license illuminator
•  239C Right w/ chrome body

REPLACEMENT PARTS
•  2402  Lens  
•  1157  S/T bulb   
•  1156  B/U bulb

REPLACES  
•  Dodge 3895020 / 3895021

238 / 239

232 / 233 DESCRIPTION
•  Stop/Tail/Turn and Back-up lamp
•  Reflex
•  Impact resistant plastic housing
•  Weatherproof harness and pigtail

PART NUMBERS
•  232 Left with license illuminator
•  233 Right without license illuminator

REPLACEMENT PARTS
•  2402  Lens
•  1157  S/T Bulb  
•  1156  B/U Bulb

REPLACES
•  Dodge 3895020 / 3895021
•  Universal 

Three stud 

236 / 237 DESCRIPTION
•  Stop/Tail/Turn and Back-up lamp
•  Reflex
•  Red sidemarker lens with reflex
•  Impact resistant plastic housing
•  Weatherproof harness and pigtail

PART NUMBERS
•  236 Left with license illuminator
•  237 Right without license illuminator

REPLACEMENT PARTS
•  2402  Lens
•  1157  S/T Bulb  
•  1156  B/U Bulb
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STOP / TAIL / TURN & BACK-UP

268 / 269 DESCRIPTION
•  Stop/Tail/Turn and Back-up lamp
•  Reflex
•  Impact resistant plastic housing
•  License illuminator  

PART NUMBERS
•  268 Left junction box with cover
•  269 Right junction box with cover

REPLACEMENT PARTS
•  211  Lens   
•  1157  S/T bulb   
•  1156  B/U bulb

REPLACES
•   Ford D9HZ-13405B, D9HZ-13404B
•   Chevrolet/GMC 795058/2063933/ 795059/2063931 
•   Freightliner A06-13581-001/A06-13581-000 
•   IH / Navist ar 467708-C91/424539-C91/590158-C91/467707-C91/424538-C91 /         

590157-C91

DESCRIPTION
•  Stop/Tail/Turn and Back-up lamp
•  Reflex
•  Impact resistant plastic housing   
•  License illuminator
•  “Isolator” Shock mounted bulb

PART NUMBERS
•  272 Left junction box with cover
•  273 Right junction box with cover

REPLACEMENT PARTS
•  2402  Lens   
•  1157  S/T bulb   
•  1156  B/U bulb

REPLACES
•   Ford D9HZ-13405B / D9HZ-13404B  
•   Chevy 795058 / 2063933 / 795059 / 2063931  
•   Freightliner A06-13581-001/ A06-13581-000   
•   IH / Navist ar 467708-C91/424539-C91/590158-C9 / 467707-C91 / 24538-C91, 

590157-C91

Three stud 

Three-way connector terminals,
spade, ring, self splice

Three-way connector terminals,
spade, ring, self splice

272 / 273

296

Two stud 
LH and RH Hand

DESCRIPTION
•  Stop/Tail/Turn and Back-up lamp
•  Reflex
•  Impact resistant plastic housing
•  39” Harness with ring terminals
•  License illuminator
•  “Isolator” Shock mounted bulb

REPLACEMENT PARTS
•  2402  Lens   
•  1157  S/T bulb   
•  1156  B/U bulb

REPLACES
•  Mack 14M0444-RP1 / 14M0444-RP4

Three stud 
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9896L /9896R

NEW

DESCRIPTION
•  Stop/Tail/Turn lamp with Sidemarker 
•  Reflex

PART NUMBERS
•  9896L Left with license illuminator
•  9896R Right without license illuminator

9896-3-1  KIT INCLUDES
•  9896L Lamp
•  9896R  Lamp
•  9824Y-55   Marker (2)
•  License Plate Bracket
•  48” Trunk Connector & Hardware
•  20’ Wire Harness

STOP / TAIL / TURN & BACK-UP

Left and Right hand
connec tions

1743 DESCRIPTION
•  Stop/Tail/Turn and Back-up lamp
•  Reflex
•  Impact resistant plastic housing
•  License illuminator
•  1747 Connector (not included)
•  “Isolator” Shock mounted bulb

REPLACEMENT PARTS
•  2402  Lens
•  1157  S/T bulb
•  1156  B/U bulb

REPLACES
•  IH / Navist ar 1661281-C91

Three stud 

DESCRIPTION
•  Stop/Tail/Turn and Back-up lamp
•  Reflex 
•  Impact resistant plastic housing
•  License illuminator
•  1747 Connector (not included)
•  “Isolator” Shock mounted bulb

PART NUMBERS

•  1740  Left  “Metri-Pack®” connection

•  1741  Right “Metri-Pack®” connection

REPLACEMENT PARTS
•  2402  Lens
•  1157  S/T bulb
•  1156  B/U bulb

REPLACES
•  CHEVY / GMC 15613944 / 15565732 / 15613943 / 15565731
•  IH / Navist ar 1661282-C91

Three stud 

1740 / 1741

3” S tud Centers
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STOP / TAIL / TURN & BACK-UP

Submersible

NEW

9899L /9899R DESCRIPTION
•  Stop/Tail/Turn lamp with Sidemarker  
•  Reflex

PART NUMBERS
•  9899L Left with license illuminator
•  9899R Right without license illuminator

9899-3-1  KIT INCLUDES
•  9899L Lamp
•  9899R  Lamp
•  9824Y-55  Marker (2)
•  License Plate Bracket
•  48” Trunk Connector & Hardware
•  20’ Wire Harness

3” S tud Centers
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TURN SIGNAL LAMPS

8612-88AC
LED

(Rear Only )

DESCRIPTION
•  120 LED Turn Signal sealed lamp 
•  Clear lens
•  Reflex
•  Clear housing
•  Flush mount

FUNCTIONS
•  Top section 60 LED Yellow Turn
•  Bottom section 60 LED Yellow Turn 

8632-88AC
LED

(Rear Only )

DESCRIPTION
•  120 LED Turn Signal sealed lamp 
•  Smoked lens
•  Reflex
•  Smoked housing
•  Flush mount

FUNCTIONS
•  Top section 60 LED Yellow Turn 
•  Bottom section 60 LED Yellow Turn 

8640-88AC

(Rear Only )

LED

DESCRIPTION
•  120 LED Turn Signal sealed lamp 
•  Reflex
•  Yellow housing
•  Flush mount

FUNCTIONS
•  Top section 60 LED Yellow Turn
•  Bottom section 60 LED Yellow Turn 

9840-88

(Rear Only )

DESCRIPTION
•  48 LED 4” Diameter sealed Turn Signal lamp 
•  Thin line
•  9845 Adapter-optional (not included)
•  Male connector

9840-88-3 KIT INCLUDES
•  9840-88 Lamp  
•  9844  Connector
•  9546  Grommet

9840-88-33 KIT INCLUDES
•  9840-88 Lamp
•  9845  Adapter

LED

Mounting Hole Centers:
6-7/32” Sq.

Mounting Hole Centers:
6-7/32” Sq.

Mounting Hole Centers:
6-7/32” Sq.
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TURN SIGNAL LAMPS

9842-88

LED

(Rear Only )

DESCRIPTION
•  48 LED 4” Diameter sealed Turn lamp 
•  Impact resistant gray plastic housing
•  Thin line
•  Flange mount
•  9845 Adapter-optional (not included)
•  Male connector

9842-88-3 KIT INCLUDES
•  9842-88  Lamp
•  9844  Connector

(Rear Only )

9892-88
LED

DESCRIPTION
•  10 LED 4” Diameter sealed Turn signal lamp
•  Impact resistant plastic housing
•  Female connector

9892-88-3 KIT INCLUDES
•  9892-88  Lamp
•  9545  Plug 
•  9546  Grommet

9540 DESCRIPTION
•  4” Diameter sealed Incandescent Turn Signal lamp   
•  Impact resistant plastic housing
•  Female connector

9542 KIT INCLUDES
•  9540  Lamp
•  9545 Plug
•  9546  Grommet

9886-88

(Rear Only )

LED

DESCRIPTION
•  10 LED 4” Diameter sealed Turn lamp
•  Thin line
•  9845 Adapter-optional (not included)
•  Male connector

9886-88-3 KIT INCLUDES 9886-88-32 KIT INCLUDES
•  9886-88  Lamp  •  9886-88  Lamp  
•  9844 Connector •  9844 Connector 
•  9546  Grommet

9886-88-33 KIT INCLUDES 9886-88-35 KIT INCLUDES
•  9886-88  Lamp •  9886-88  Lamp   
•  9845  Adapter   •  9845  Adapter    

•  9546  Grommet

(Rear Only )
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TURN SIGNAL LAMPS

9850-88
LED

(Rear Only )

DESCRIPTION
•  48 LED 6-1/2” Oval sealed Turn lamp 
•  Thin line
•  9845 Adapter-optional (not included)
•  Male connector

9850-88-3 KIT INCLUDES
•  9850-88  Lamp   
•  9844 Connector 
•  1250-2AC  Grommet

9850-88-35 KIT INCLUDES
•  9850-88  Lamp  
•  9845  Adapter    
•  1250-2AC  Grommet

9856-88

(Rear Only )

DESCRIPTION
•  48 LED 6-1/2” Oval sealed Turn Signal lamp
•  Impact resistant gray plastic housing
•  Thin line
•  Mounting: Flange
•  9845 Adapter-optional (not included)
•  Male connector

9856-88-3 KIT INCLUDES
•  9856-88  Lamp
•  9844  Connector

9864-88
LED

(Auxiliary turn only)

DESCRIPTION
• 25 LED 6-1/2” Oval sealed Sequencing Arrow lamp 
•  Impact resistant plastic housing
•  Thin line
•  Male connector

9864-88-3 KIT INCLUDES
•  9864-88 Lamp
•  9844  Connector
•  1250-2AC Grommet

9866-88 DESCRIPTION
•  10 LED 8” Oval sealed Turn Signal lamp
•  Impact resistant plastic housing
•  2 wire pigtail

(Rear Only )

LED

LED
NEW
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TURN SIGNAL LAMPS

9884-88

(Rear Only )

DESCRIPTION
•  10 LED 6-1/2” Oval sealed Turn lamp
•  Thin line
•  9845 Adapter-optional (not included)
•  Male connector

9884-88-3 KIT INCLUDES 9884-88-32 KIT INCLUDES
•  9884-88  Lamp  •  9884-88  Lamp  
•  9844 Connector •  9844 Connector 
•  1250-2AC  Grommet

9884-88-33 KIT INCLUDES 9884-88-35 KIT INCLUDES
•  9884-88  Lamp  •  9884-88  Lamp  
•  9845  Adapter •  9845  Adapter  

•  1250-2AC  Grommet

9894-88

(Rear Only )

(Rear Only )

(Rear Only )

DESCRIPTION
•  10 LED 6-1/2” Oval sealed Turn Signal lamp
•  Impact resistant plastic housing
•  Female connector

9894-88-3 KIT INCLUDES
• 9894-88  Lamp   
•  9545  Plug      
•  1250-2AC  Grommet

9550 DESCRIPTION
•  6-1/2” Oval sealed Incandescent Turn Signal lamp   
•  Impact resistant plastic housing
•  Female connector

9554 KIT INCLUDES
•  9550 Lamp   
•  9545  Plug   
•  1250-2AC  Grommet

LED

LED

9878Y-88

LED

DESCRIPTION
•  17 LED 7” Diameter sealed Turn Signal lamp
•  Impact resistant plastic housing
•  Includes pigtail and gasket
•  Flush mount

NEW
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TURN SIGNAL LAMPS

8504-76 DESCRIPTION
•  6-1/2” Diameter Turn Signal lamp 
•  Socket and bulb

REPLACEMENT PARTS
•  375X  Socket
•  1156  Bulb

APPLICATIONS
•  Buses
•  Recreational Vehicles

9858-88

(Rear Only )

1236-88AC

Rear and  Side T urn
Only

DESCRIPTION
•  60 LED Rear & Side Turn Signal lamp 
•  Reflex
•  4 hole mounting
•  Wrap around
•  Flush mount

APPLICATIONS
• Dump Trucks 
• Wrecker Truck 
• Recreational Vehicles
• Buses
• Universal

LEDNEW

LED

DESCRIPTION
•  48 LED 8” Oval sealed Turn Signal /Park lamp
•  Impact resistant plastic housing       
•  Chrome bezel
•  Flush mount  
•  Two hole 
•  3 wire pigtail

(Rear Only )

(Rear Only )

DESCRIPTION
•  60 LED 7” Diameter sealed Turn Signal lamp
•  Impact resistant plastic housing
•  Includes pigtail and gasket
•  Flush mount

LED

9880-88

7-7/32” Mounting Hole Centers
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TURN SIGNAL LAMPS

1240-897

Can be used front or
rear

DESCRIPTION
•  Turn Signal lamp  
•  Socket and bulb
•  4 hole mounting
•  Wrap around
•  Flush mount

REPLACEMENT PARTS
•  374X-002  Socket
•  1156  Bulb

APPLICATIONS
• Dump Trucks 
• Wrecker Truck 
• Recreational Vehicles
• Universal

9882-88
LED

DESCRIPTION
•  52 LED 5-1/2” Rectangular sealed Turn Signal  lamp
•  Impact resistant plastic housing
•  9545 Plug (not included)
•  9586 Grommet (not included)
•  9585 Bracket (not included)

142-98 / 146W DESCRIPTION
•  Turn signal lamp with Socket and Bulb
•  2 hole mounting

PART NUMBERS
•  142-98  With 375X socket and 1156 bulb
•  146W Without socket and bulb

452C-88/453C-88 DESCRIPTION
•  LED Turn Signal lamp
•  25 LED Yellow front lens
•  25 LED Red rear lens
•  2 LED Yellow sidemarker with reflex
•  Weatherproof harness

PART NUMBERS
•  452C-88 Left 
•  453C-88 Right 

LEDNEW



Page 23www.glo-brite.com

TURN SIGNAL LAMPS

456 / 457 DESCRIPTION
•  Turn Signal lamp
•  Yellow front lens
•  Red rear lens
•  Yellow sidemarker with reflex
•  Weatherproof harness
•  Will accept an OE connector

PART NUMBERS
•  456 Left 
•  457 Right 

REPLACEMENT PARTS
•  1076  Yellow lens  
•  1073  Red lens
•  2357  Bulb

REPLACES
•  Ford D3TZ-13368B / D3TZ-13368A

462 DESCRIPTION
•  Turn Signal lamp
•  Two Yellow lenses
•  Yellow sidemarker with reflex
•  Side mounting
•  Will accept an OE connector

REPLACEMENT PARTS
•  1072  Yellow lenses
•  2357  Bulb

REPLACES
•  Chevy / GMC 203921

463 / 464 DESCRIPTION
•  Turn Signal lamp
•  Yellow front lens
•  Red rear lens
•  Yellow sidemarker with reflex
•  Side mounting
•  Will accept an OE connector

PART NUMBERS
•  463 Right 
•  464 Left 

REPLACEMENT PARTS
•  1076  Yellow lens
•  1073  Red lens
•  2357  Bulb

REPLACES
•  Chevy / GMC 694628 / 694627

Two stud 
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TURN SIGNAL LAMPS

466 DESCRIPTION
•  Turn Signal lamp
•  Two Yellow lenses
•  Yellow sidemarker with reflex
•  Impact resistant plastic housing
•  Includes harness with OE style connector

REPLACEMENT PARTS
•  1072  Yellow lenses
•  2357 Bulb 

REPLACES
•  Chevy / GMC 796315 / 2095561

470 / 471 DESCRIPTION
•  Turn Signal lamp
•  Yellow front lens
•  Red rear lens
•  Yellow sidemarker with reflex
•  Impact resistant plastic housing
•  Will accept an OE connector

PART NUMBERS
•  470 Left 
•  471 Right 

REPLACEMENT PARTS
•  1076 Yellow lens   
•  1073 Red lens   
•   2357  Bulb

REPLACES   
•  Chevy / GMC 2017747

476L/R

LH and RH universal

DESCRIPTION
•  Turn Signal lamp 
•  Yellow front lens
•  Red rear lens
•  Yellow sidemarker with reflex
•  Impact resistant plastic housing
•  Will accept an OE connector

REPLACEMENT PARTS
•  1076 Yellow lens   
•  1072  Red lens
•  2357  Bulb

REPLACES   
•  IH / Navist ar 444660-C91 / 455529-C91

Two stud 

Two stud 

Two stud 
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TURN SIGNAL LAMPS

479 / 480 DESCRIPTION
•  Turn Signal lamp
•  Yellow front lens
•  Red rear lens
•  Yellow sidemarker with reflex
•  Impact resistant plastic housing
•  3-spade terminal connection

PART NUMBERS
•  479 Left 
•  480 Right

REPLACEMENT PARTS
•  1076  Yellow lens   
•  1073  Red lens   
•  2357  Bulb

REPLACES   •  IH / Navist ar 4484492-C91 / 4484493-C91

481 DESCRIPTION
•  Turn Signal lamp 
•  Yellow front lens
•  Red rear lens
•  Yellow sidemarker with reflex
•  Impact resistant plastic housing
•  Three pigtail leads
•  “Isolator” shock mounted bulb

REPLACEMENT PARTS
•  1072  Yellow lens
•  1073  Red lens
•  2357  Bulb

Two stud 

Two stud 

482

LH and RH universal

DESCRIPTION
•  Turn Signal lamp 
•  Two yellow lenses
•  Yellow sidemarker with reflex
•  Side mounting
•  Impact resistant plastic housing
•  Three pigtail leads
•  “Isolator” shock mounted bulb

REPLACEMENT PARTS
•  1072  Yellow lenses
•  2357  Bulb
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SIDE TURN SIGNAL LAMPS

1260-88

NEW LED

DESCRIPTION
•  18 LED 6-1/2” Oval Side Turn Signal lamp   
•  Yellow sidemarker with reflex

1260-88-3 KIT INCLUDES
•  1260-88  Lamp  
•  9545 Plug 
•  1250-2AC Grommet 

1250 DESCRIPTION
•  6-1/2” Oval Side Turn Signal lamp  
•  Yellow sidemarker with reflex        
•  With bulb, socket, gasket & mounting screws

REPLACEMENT PARTS
•  376X  Socket   
•  1157  Bulb
•  1250-2AC  Gasket

1251 DESCRIPTION
•  6-1/2” Oval Side Turn Signal lamp
•  Yellow sidemarker with reflex
•  With bulb, socket, bracket & grommet 

REPLACEMENT PARTS
•  376X Socket
•  1157  Bulb
•  1253  Bracket
•  1250-2AC  Grommet

1252 DESCRIPTION
•  6-1/2” Oval Side Turn Signal lamp
•  Yellow sidemarker with reflex              
•  With bulb, socket, grommet

REPLACEMENT PARTS
• 376X  Socket 
•  1157  Bulb
•  1250-2AC  Grommet

1254 DESCRIPTION
•  6-1/2” Oval  Side Turn Signal lamp
•  Yellow sidemarker with reflex       
•  With bulb and socket
•  OE type connector

REPLACEMENT PARTS
•  1157  Bulb `
•  373X  Socket 

Auxillary only
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SIDE TURN SIGNAL LAMPS

DESCRIPTION
•  6-1/2” Oval Side Turn Signal lamp
•  Yellow sidemarker with reflex
•  OE type connector
•  With bulb, socket and grommet

REPLACEMENT PARTS
•   1157  Bulb
•   1250-2AC  Grommet
•   373X  Socket

1256

1258 DESCRIPTION
•  6-1/2” Oval intermediate Side Turn Signal lamp
•  Yellow sidemarker with reflex

1258-3 KIT INCLUDES
•  1258AC  Lamp  
•   9545 Plug 
•  1250-2AC Grommet 

NEW
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CLEARANCE & MARKER LAMPS

120-5-88 / 121-5-88 DESCRIPTION
•  13 LED Double bulls eye Marker sealed lamp with bullet connectors
•  1-wire (grounded mounting)
•  120-60 Chrome bracket (not included)
•  Flush mount

PART NUMBERS
•  120-5-88 Yellow lamp
•  121-5-88  Red lamp

LED

120-55-88 / 121-55-88 DESCRIPTION
•  13 LED Double bulls eye Marker sealed lamp with bullet connectors
•  2-wire
•  120-60 Chrome bracket (not included)
•  Flush mount

PART NUMBERS
•  120-55-88 Yellow lamp   
•  121-55-88 Red lamp

LED

122R-55-88 / 122Y-55-88 DESCRIPTION
•  3 LED Oval Marker lamp with reflex
•  2-wire pigtail
•  Flush mount

PART NUMBERS
•  122R-55-88 Red lamp
•  122Y-55-88 Yellow lamp

REPLACEMENT PARTS  
•  122Y Yellow lens •  122RX-55-88AC  Body
•  122R  Red lens

LED

123R-55-88 / 123Y-55-88

LED

DESCRIPTION
•  3 LED Oval Marker lamp with reflex
•  2-wire pigtail
•  Flush mount

PART NUMBERS
•  123R-55-88 Red lamp with Red housing
•  123Y-55-88 Yellow lamp with Yellow housing

REPLACEMENT PARTS  
•  122Y Yellow lens •  123RX-55-88AC  Body
•  122R  Red lens

125R-5-88 / 125Y-5-88

LED

DESCRIPTION
•  3 LED Clearance or Marker sealed lamp with reflex
•  1-wire (grounded mounting)
•  Flush mount

PART NUMBERS
•  125R-5-88 Red lamp
•  125Y-5-88  Yellow lamp

REPLACEMENT PARTS  
•  126Y Yellow lens  
•  126R   Red lens   
•  125RX-5-88  Body 

3” Mounting Hole Centers

3” Mounting Hole Centers

2.9” Mounting Hole Centers

2.9” Mounting 
Hole Centers

3” Mounting Hole Centers
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CLEARANCE & MARKER LAMPS

125R-55-88 / 125Y-55-88

302R-88 / 302Y-88

304R-55-88-3 / 304Y-55-88-3

DESCRIPTION
•  3 LED Clearance or Marker sealed lamp with reflex
•  2-wire (grounded mounting)
•  Flush mount

PART NUMBERS
•  125R-5-88 Red lamp
•  125Y-5-88  Yellow lamp

REPLACEMENT PARTS  
•  126R   Red lens •  125RX-55-88AC  Body  
•  126Y Yellow lens   

DESCRIPTION
•  3 LED Clearance or Marker sealed lamp
•  2 Leads
•  Flush mount

PART NUMBERS
•  302R-88 Red lamp
•  302Y-88 Yellow lamp

DESCRIPTION
•  3 LED Clearance or Marker sealed lamp with reflex
•  2-Leads
•  Gasket and hardware included

PART NUMBERS  
•  304R-55-88-3 Red lamp
•  304Y-55-88-3 Yellow lamp

LED

LED

LEDNEW

9820R-88 / 9820Y-88 DESCRIPTION
•  4 LED 6-11/16” Oval sealed Clearance or Marker lamp
•  Chrome bezel
•  Two hole
•  9504 plug (not included)
•  Flush mount  

PART NUMBERS
•  9820R-88   Red lamp   
•  9820Y-88 Yellow lamp

LED

9522R-88 / 9522Y-88 DESCRIPTION
•  7 LED 4 X 3/4 Sealed Low Profile Narrow Rail Marker lamp
•  Bullet connectors

PART NUMBERS
•  9522R-88 Red lamp
•  9522Y-88 Yellow lamp

LED

9522RC-88 / 9522YC-88

LED

DESCRIPTION
•  7 LED 4 X 3/4 Sealed Low Profile Narrow Rail Marker lamp
•  Bullet connectors

PART NUMBERS
•  9522RC-88 Red LEDS with clear lens
•  9522YC-88 Yellow LEDS with clear lens

3” Mounting Hole Centers

4-11/16” Mounting Hole Centers
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CLEARANCE & MARKER LAMPS
9530-88 / 9531-88 DESCRIPTION

•  6 LED 2-1/2” Clearance or Marker sealed lamp
•  Polycarbonate housing
•  Brackets  (not included) 9536 Gray / 9537 Chrome / 9537B Black

PART NUMBERS
•  9530-88 Yellow lamp
•  9531-88 Red lamp

9530-88-3 KIT INCLUDES 9531-88-3 KIT INCLUDES
•  9530-88 Yellow lamp  •  9531-88 Red lamp
•  9537 Chrome bracket •  9537 Chrome bracket

9530-88-3B KIT INCLUDES 9531-88-3B KIT INCLUDES
•  9530-88 Yellow lamp  •  9531-88 Red lamp
•  9537B Black bracket •  9537B Black bracket

LED

9829R-88 / 9829Y-88 DESCRIPTION
•  2 LED 2-1/2” Clearance or Marker sealed lamp
•  Meets PC & PC2 requirements
•  Polycarbonate housing
•  Brackets  (not included) 9536 Gray / 9537 Chrome / 9537B Black

PART NUMBERS
•  9829R-88 Red lamp
•  9829Y-88 Yellow lamp

NEW LED

9563-88 / 9564-88

LED

DESCRIPTION
•  12 LED Rectangular sealed lamp
•  Polycarbonate housing

PART NUMBERS
•  9563-88 Red lamp
•  9564-88 Yellow lamp

9563-88-3 KIT INCLUDES 9564-88-3 KIT INCLUDES
•  9563-88 Red lamp •  9564-88 Yellow lamp 
•  9565 Chrome bracket •  9565 Chrome bracket

9563-88-3B KIT INCLUDES 9564-88-3B KIT INCLUDES
•  9563-88 Red lamp •  9564-88 Yellow lamp
•  9566 Black bracket •  9566 Black bracket

9863-55-88 / 9864-55-88 DESCRIPTION
•  12 LED Rectangular sealed lamp
•  2-Leads
•  Polycarbonate housing

PART NUMBERS
•  9863-55-88 Red lamp
•  9864-55-88 Yellow lamp

LEDNEW

9570-88 / 9571-88

LED

DESCRIPTION
•  8 LED Rectangular sealed lamp with reflex
•  Bullet connectors

PART NUMBERS
•  9570-88 Yellow lamp
•  9571-88 Red lamp

4-13/16” Mounting Hole Centers
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CLEARANCE & MARKER LAMPS
117 DESCRIPTION

•  Clearance or Marker lamp with reflex- Single bulb
•  2-wire
•  Flush mount

REPLACEMENT PARTS  
•  117R  Lens
•  193 (1)  Bulb
•  118XAC  Body 

118 DESCRIPTION
•  Clearance or Marker lamp with reflex - Single bulb
•  2-wire
•  Flush mount

REPLACEMENT PARTS 
• 118A Lens

•  193 (1)  Bulb   
•  118XAC  Body 

119A / 119R DESCRIPTION
•  Clearance or Marker lamp with reflex - Single bulb
•  1-wire (grounded mounting)
•  Flush mount

PART NUMBERS
•  119A Yellow lamp
•  119R Red lamp

REPLACEMENT PARTS 
•  118A Yellow lens •  117R  Red lens   
•  193 (1)  Bulb •  119XAC  Body 

120 / 121 DESCRIPTION
•  Clearance or Marker lamp - Double bulb    
•  1-wire (grounded mounting)
•  Flush mount

PART NUMBERS
•  120 Yellow lamp
•  120C Yellow lamp w/chrome housing
•  121 Red lamp 
•  121C Red lamp w/chrome housing

REPLACEMENT PARTS  
•  2294  Yellow lens •  2295  Red lens  
•  193 (2)  Bulb •  120-200  Body

120-49 / 120-50 DESCRIPTION
•  Clearance or Marker lamp - Double bulb
•  2-wire
•  Flush mount

PART NUMBERS
•  120-49 Red lamp
•  120-50 Yellow lamp 

REPLACEMENT PARTS  
•  2294  Yellow lens •  2295  Red lens  
•  193 (2) Bulb •  120-201  Body

3” Mounting Hole Centers

3” Mounting Hole Centers

3” Mounting Hole Centers

3” Mounting Hole Centers

3” Mounting Hole Centers
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CLEARANCE & MARKER LAMPS

122R-55 / 122Y-55 DESCRIPTION
•  Oval Marker lamp with reflex
•  2-wire
•  Flush mount

PART NUMBERS
•  122R-55 Red lamp
•  122Y-55 Yellow lamp

REPLACEMENT PARTS  
•  122Y Yellow lens •  122R  Red lens  
•  193  Bulb •  122X-AC  Body

126-5 / 127-5

126-55 / 127-55

DESCRIPTION
•  Clearance or Marker sealed lamp with reflex - Double bulb
•  1-wire (grounded mounting)
•  Flush mount

PART NUMBERS
•  126-5 Red lamp
•  127-5 Yellow lamp

REPLACEMENT PARTS  
•  126Y Yellow lens •  193 (2) bulbs   
•  126R   Red lens   •  126X-5AC  Body

DESCRIPTION
•  Clearance or Marker sealed lamp with reflex - Double bulb
•  2-wire (grounded mounting)
•  Flush mount

PART NUMBERS
•  126-55 Red lamp
•  127-55 Yellow lamp

REPLACEMENT PARTS  
•  126Y Yellow lens •  193 (2) bulbs   
•  126R   Red lens   •  126X-55AC  Body

2.9” Mounting Hole Centers

3” Mounting Hole Centers

302-011 / 302-012 DESCRIPTION
•  Clearance or Marker lamp with socket & bulb
•  2 Leads

PART NUMBERS
•  302-011 Red lamp
•  302-012 Yellow lamp

REPLACEMENT PARTS  
•  377X  Socket
•  193 Bulb

3” Mounting Hole Centers
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CLEARANCE & MARKER LAMPS
DESCRIPTION
•  2-1/2” Clearance or Marker sealed lamp
•  Polycarbonate housing
•  Bracket (not included) 9536 Gray / 9537 Chrome / 9537B Black

PART NUMBERS
•  9530 Yellow lamp
•  9531 Red lamp

9530-3 KIT INCLUDES 9531-3 KIT INCLUDES
•  9530 Yellow lamp  •  9531 Red lamp
•  9537 Chrome bracket •  9537 Chrome bracket

9560 / 9561

9530 / 9531

DESCRIPTION
•  Sealed Rectangular lamp - 2 Bulbs
•  Polycarbonate housing

PART NUMBERS
•  9560 Yellow lamp •  9561 Red lamp

9560-3 KIT INCLUDES 9561-3 KIT INCLUDES
•  9560 Yellow lamp  •  9561 Red lamp
•  9565 Chrome bracket •  9565 Chrome bracket

9500-88 / 9501-88
LED

DESCRIPTION
•  9 LED  2” Clearance or Marker sealed lamp
•  Polycarbonate housing

PART NUMBERS
•  9500-88 Yellow lamp
•  9501-88 Red lamp

9500-88-3 KIT INCLUDES 9501-88-3 KIT INCLUDES
•  9500-88 Yellow lamp   •  9501-88 Red lamp   
•  9504 Plug  •  9504 Plug  
•  9505 Grommet •  9505 Grommet

9506-88 / 9507-88 DESCRIPTION
•  10 LED Beehive Clearance sealed lamp

PART NUMBERS
•  9506-88 Yellow lamp
•  9507-88 Red lamp

9506-88-3 KIT INCLUDES 9507-88-3 KIT INCLUDES
•  9506-88  Yellow lamp   •  9507-88  Red lamp
•  9504 Plug  •  9504 Plug
•  9505 Grommet •  9505 Grommet     

LED

9821R-88 / 9821Y-88 DESCRIPTION
•  3 LED 2” Clearance or Marker sealed lamp with flange
•  Polycarbonate housing
•  9504 Plug (not included)

PART NUMBERS
•  9821R-88 Red lamp
•  9821Y-88 Yellow lamp

LED
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CLEARANCE & MARKER LAMPS

9512R-88 / 9512Y-88 DESCRIPTION
•  4 LED 2-1/2” Clearance or Marker sealed lamp
•  Polycarbonate housing
•  Reflex

PART NUMBERS
•  9512R-88 Red lamp
•  9512Y-88 Yellow lamp

9512R-88-3 KIT INCLUDES 9512Y-88-3 KIT INCLUDES
•  9512R-88 Red lamp   •  9512Y-88 Yellow lamp
•  9504 Plug  •  9504 Plug
•  9515 Grommet •  9515 Grommet

NEW LED

9821R-55-88 / 9821Y-55-88

DESCRIPTION
•  9 LED 2” Clearance or Marker sealed lamp with flange
•  Polycarbonate housing
•  Bullet connectors

PART NUMBERS
•  9821R-55-88 Red lamp
•  9821Y-55-88 Yellow lamp

LEDNEW

LED

9510-88 / 9511-88 DESCRIPTION
•  13 LED 2-1/2” Clearance or Marker sealed lamp
•  Polycarbonate housing

PART NUMBERS
•  9510-88 Yellow lamp
•  9511-88 Red lamp

9510-88-3 KIT INCLUDES 9511-88-3 KIT INCLUDES
•  9510-88 Yellow lamp   •  9511-88 Red lamp
•  9504 Plug  •  9504 Plug
•  9515 Grommet     •  9515 Grommet

9500 / 9501 DESCRIPTION
•  2” Clearance or Marker sealed 
•  Polycarbonate housing

PART NUMBERS  
•  9500 Yellow lamp
•  9501 Red lamp

9500-3 KIT INCLUDES 9501-3 KIT INCLUDES 
•  9500 Yellow lamp   •  9501 Red lamp 
•  9504 Plug •  9504 Plug
•  9505 Grommet •  9505 Grommet

9822R / 9822Y DESCRIPTION
•  2” Clearance or Marker sealed lamp with flange
•  Polycarbonate housing
•  9504 Plug (not included)

PART NUMBERS
•  9822R Red lamp
• 9822Y Yellow lamp
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CLEARANCE & MARKER LAMPS

9510 / 9511 DESCRIPTION
•  2-1/2” Clearance or Marker sealed 
•  Polycarbonate housing

PART NUMBERS
•  9510 Yellow lamp
•  9511 Red lamp

9510-3 KIT INCLUDES 9511-3 KIT INCLUDES
•  9510 Yellow lamp   •  9511 Red lamp
•  9504 Plug  •  9504 Plug
•  9515 Grommet     •  9515 Grommet

9520 / 9521 DESCRIPTION
•  2-1/2” Clearance or Marker sealed with reflex
•  Polycarbonate housing

PART NUMBERS
•  9520 Yellow lamp
•  9521 Red lamp

9824R-55-88 / 9824Y-55-88

NEW

DESCRIPTION
•  2 LED 2-3/4” Clearance or Marker sealed lamp with reflex
•  Polycarbonate housing
•  Single stud with 2 leads

PART NUMBERS
•  9824R-55-88 Red lamp
•  9824Y-55-88 Yellow lamp

LED

9824R-55 / 9824Y-55

NEW

DESCRIPTION
•  2-3/4” Clearance or Marker sealed lamp with reflex 
•  Polycarbonate housing
•  Single stud with 1 lead

PART NUMBERS
•  9824R-55 Red lamp
•  9824Y-55 Yellow lamp

DESCRIPTION
•  LED 3/4-inch mounting Clearance or Marker lamp
•  Meets PC & PC2 requirements
•  2 leads
•  Grommet (included)

PART NUMBERS
•  9819R-55-88 Red lamp
•  9819Y-55-88 Yellow lamp

Available in clear (see page 40)

9819R-55-88 / 9819Y-55-88

LEDNEW

9823R-88 / 9823Y-88

LED

DESCRIPTION
•  9 LED 2-1/2” Clearance or Marker sealed lamp with flange
•  Polycarbonate housing
•  Bullet connectors

PART NUMBERS
•  9823R-88 Red lamp
•  9823Y-88 Yellow lamp
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BACK-UP LAMPS

9847-88 DESCRIPTION
•  28 LED 4” Diameter sealed Back-up lamp
•  Thin line
•  Male connector

9847-88-3 KIT INCLUDES 9847-88-32 KIT INCLUDES
•  9847-88  Lamp •  9847-88  Lamp
•  9844  Connector •  9844  Connector
•  9546  Grommet

9847-88-33 KIT INCLUDES 9847-88-35 KIT INCLUDES
•  9847-88  Lamp •  9847-88  Lamp  
•  9845  Adapter •  9845  Adapter  

•  9546  Grommet

9891BU-88 DESCRIPTION
•  20 LED 4” Diameter sealed Back-up lamp
•  Impact resistant plastic housing

9891BU-88-3 KIT INCLUDES
•  9891BU-88  Lamp
•  9545  Plug 
•  9546  Grommet

LED

NEW LED

9547 DESCRIPTION
•  4” Diameter sealed Back-up lamp
•  Impact resistant plastic housing 

9547-3 KIT INCLUDES
•  9547  Lamp
•  9545  Plug
•  9546  Grommet

9849-88 DESCRIPTION
•  28 LED 6-1/2” Oval sealed Back-up lamp
•  Thin line
•  Male connector

9849-88-3 KIT INCLUDES 9849-88-32 KIT INCLUDES
•  9849-88  Lamp •  9849-88  Lamp
•  9844  Connector •  9844  Connector
•  1250-2AC  Grommet

9849-88-33 KIT INCLUDES 9849-88-35 KIT INCLUDES
•  9849-88  Lamp •  9849-88  Lamp
•  9845  Adapter •  9845  Adapter

•  1250-2AC  Grommet

LED

9893BU-88 DESCRIPTION
•  20 LED 6-1/2” Oval sealed Back-up lamp
•  Impact resistant plastic housing

9893BU-88-3 KIT INCLUDES
•  9893BU-88  Lamp
•  9545  Plug 
•  1250-2AC  Grommet

NEW LED
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BACK-UP LAMPS

9879-88 DESCRIPTION
•  20 (white) LED 7” Diameter sealed Back-up lamp
•  Includes pigtails and mounting gasket
•  Impact resistant plastic housing
•  Flush mount

8506-76 DESCRIPTION
•  6-1/2” Diameter Back-up lamp with Socket and Bulb

REPLACEMENT PARTS
•  375X  Socket
•  1156  Bulb

9860-88 DESCRIPTION
•  28 LED 8” Oval sealed Back-up lamp
•  Impact resistant plastic housing
•  Chrome bezel
•  2 wire pigtail
•  Two hole 
•  Flush mount

9552 DESCRIPTION
•  6-1/2” Oval sealed Back-up lamp
•  Impact resistant plastic housing

9552-3 KIT INCLUDES
•  9552  Lamp
•  9545  Plug
•  1250-2AC Grommet

LED

LED

1238-88AC DESCRIPTION
•  60 (white) LED Back-up lamp with reflex
•  4 hole mounting
•  Wrap around
•  Flush mount

APPLICATIONS
• Dump Trucks 
• Wrecker Truck 
• Recreational Vehicles
• Buses
• Universal

LEDNEW

7-7/32” Mounting Hole Centers
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BACK-UP LAMPS

DESCRIPTION
•  Back-up lamp with Bulb and Socket & reflex
•  4 hole mounting
•  Wrap around
•  Flush mount

REPLACEMENT PARTS
•  375X Socket
•  1156 Bulb

APPLICATIONS
• Dump Trucks 
• Wrecker Truck 
• Recreational Vehicles
• Universal

1240-898

9883C DESCRIPTION
•  5-1/2” Rectangular sealed Back-up lamp    
•  Impact resistant plastic housing
•  9545 Plug (not included)
•  9586 Grommet (not included)
•  9585 Bracket (not included)

147-W / 147-DW DESCRIPTION
•  Back-up lamp
•  375X Socket (not included)
•  1156 Bulb (not included)

PART NUMBERS
•  147-W Lamp with clear lens
•  147-DW Lamp with diffused lens

271P-3 DESCRIPTION
•  Back-up lamp kit
•  377X Socket with 921 bulb
•  171-2 Gasket

NEW
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IDENTIFICATION LAMPS

9430-55-88 / 9431-55-88 LED

15/16” in Height

DESCRIPTION
•  9 LED Identification sealed lamp with reflex
•  2-wire

PART NUMBERS
•  9430-55-88 Yellow lens
•  9431-55-88 Red lens

9433-555-88 LED

(Rear only ) DESCRIPTION
•  9 LED Identification lamp  and Auxiliary High Mount Stop lamp with reflex
• 3-wire
For vehicles over 80 inches in width

15/16” in Height

DESCRIPTION
•  Sealed Identification lamp with reflex

PART NUMBERS
•  2317 Red lens  2-wire     
•  2318 Yellow lens  2-wire 
•  2319 Red lens  1-wire (grounded mounting)
•  2320 Yellow lens  1-wire (grounded mounting)

2317 / 2318 / 2319 / 2320

9458-55-88AC / 9461-55-88AC

NEW

DESCRIPTION
•  9 LED Identification lamp with reflex
•  2-wire

PART NUMBERS
•  9458-55-88AC Yellow 
•  9461-55-88AC Red 

New LUMI-FLECT® Technology (see p age 84)

1” in Height
Low profile

9463-555-88AC

NEW

(Rear only ) DESCRIPTION
•  9 LED Identification lamp and Auxiliary High Mount Stop lamp with reflex
•  3-wire

For vehicles over 80 inches in width

New LUMI-FLECT® Technology (see p age 84)

1” in Height

LED

LED

14-3/16” Mounting Hole Centers

14-3/16” Mounting Hole Centers

14-3/16” Mounting Hole Centers

14-3/16” Mounting Hole Centers



Page 40www.glo-brite.com

UTILITY / INTERIOR LAMPS

9762-88 DESCRIPTION
•  30 LED Interior light with switch
•  Flush mountNEW LED

9500-88-BLU 

9500-88-BLU-CHR 

For Decorative use
only

For Decorative use
only

DESCRIPTION
•  9 Blue LED 2” Sealed Utility lamp
•  Polycarbonate housing
•  With chrome finished lens

DESCRIPTION
•  9 Blue LED 2” Sealed Utility lamp
•  Polycarbonate housing

NEW LED

NEW LED

9819C-55-88

NEW LED

DESCRIPTION
•  LED 3/4-inch mounting Utility/Step/Compartment lamp
•  White LEDS
•  Includes grommet

Available in red and yellow(see page 35)

9895C-55-88 / 9895W-55-88 DESCRIPTION
•  4 LED 3” Utility sealed light
•  Polycarbonate housing
•  2 Leads

PART NUMBERS
•  9895C-55-88AC Clear lens with Chrome housing
•  9895W-55-88AC Clear lens with White housing

NEW LED

9862-88
LED

DESCRIPTION
• 16 LED 8” Oval sealed Interior / Utility lamp
•  Impact resistant plastic housing
•  Chrome bezel
•  2 wire pigtail
•  Mounting: Flush, two hole 

7-7/32” Mounting Hole Centers
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UTILITY / INTERIOR LAMPS

9760-88 DESCRIPTION
•  20 LED 8-1/8” Rectangular Interior / Utility lamp
•  2 wire pigtail
•  With on and off switch

9761 DESCRIPTION
•  6” Utility or Porch light
•  With Switch

116 / 119C DESCRIPTION
•  Utility lamp - Single Bulb
•  1-wire (grounded mounting)

PART NUMBERS
•  116 2-wire •  119C 1-wire

REPLACEMENT PARTS
•  116C  Lens
•  193 (1)  Bulb
•  119XAC Body 

124 / 124C DESCRIPTION
•  Utility lamp - Double Bulb
•  1-wire (grounded mounting)
•  120-60 Branch guard (not included)

PART NUMBERS
•  124 Clear lens with White housing
•  124C Clear lens with Chrome housing

REPLACEMENT PARTS   
•  2292  Lens
• 168 (2)  Bulb

120-48 DESCRIPTION
•  Utility lamp - Double Bulb
•  2-wire
• 120-60 Branch guard (not included)

REPLACEMENT PARTS
•  2292  Lens
•  168 (2)  Bulb

302-013 DESCRIPTION
•  Utility / Step / Interior lamp 
•  With Socket and Bulb

REPLACEMENT PARTS
•  377X  Socket
•  193  Bulb

LED

NEW

3” Mounting Hole Centers

3” Mounting Hole Centers

3” Mounting Hole Centers

Hole Centers: 4-1/32” X 1-3/8” Rect.
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WORK LAMP

9709-88 DESCRIPTION
•  6 LED Work lamp
•  LEDS - 1wt each
•  Appx 2000cd
•  Aluminum housing with removable visor
•  Includes mounting hardware

9700AC DESCRIPTION
•  Utility / Tractor lamp
•  Rubber housing
•  4411 Sealed beam 
•  Includes mounting hardware
•  Ground through mounting bracket

REPLACEMENT PARTS
•  9700X  Housing
•  4411 Sealed beam (35watts, 3000 beam candle power)

Recommended mounting hole diameter is 21/64”

9701X DESCRIPTION
•  Housing (Rubber)
•  Includes mounting hardware
•  Ground through mounting bracket
•  Accepts Par 36 bulb (not supplied)
•  Mounting material: Metal  

•  Recommended mounting hole diameter is 13/32”

NEW LED

9702X DESCRIPTION
•  Housing (Rubber)
•  Includes mounting hardware
•  2-Wire leads
•  Accepts Par 36 bulb (not supplied)
•  Mounting material: metal  

•  Recommended mounting hole diameter is 13/32”
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WORK LAMP

9703 DESCRIPTION
•  Work lamp
•  Rubber housing
•  Includes mounting hardware
•  Bulb: H3 12V 55W
•  2-Wire leads 
•  Mounting material: Metal

•  Recommended mounting hole diameter is 13/32”

9705 DESCRIPTION
•  Double Parabola
•  Plastic housing & rim
•  3-Wire leads
•  Bulb: 2-55W / H3-12V 
•  Includes mounting hardware
•  Mounting material: Metal

9706 DESCRIPTION
•  Work lamp
•  Rubber housing
•  2-Wire leads
•  Includes mounting hardware
•  Bulb: H3 12V 55W
•  Mounting material: Metal  

•  Recommended mounting hole diameter is 13/32”

Width: 6.3”

Width: 7.4”

9708 DESCRIPTION
•  Work lamp
•  Plastic housing & rim 
•  Bulb: H3 12V 55W
•  Includes mounting hardware
•  Mounting material: Metal

Width: 4.5”
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LICENSE PLATE ILLUMINATORS

37-88 DESCRIPTION
•  LED  License illuminator
•  2-Wire

32 DESCRIPTION
•  License illuminator
•  Without bracket
•  With (1) lead

REPLACEMENT PARTS
•  193 (1)  Bulb

32-55 DESCRIPTION
•  License illuminator
•  Without bracket
•  With (2) leads

REPLACEMENT PARTS
•  193 (1)  Bulb

36 DESCRIPTION
•  Snap-in License illuminator light

REPLACEMENT PARTS
•  193 (1)  Bulb

38 DESCRIPTION
•  License / Utility lamp
•  Polycarbonate lens
•  Chrome plated housing
•  193 Bulb

NEW LED

NEW

NEW

1-3/4” S tud Centers

1-3/4” S tud Centers

1-3/4” S tud Centers

2.06” S tud Centers
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LICENSE PLATE ILLUMINATORS

34-55-88 DESCRIPTION
•  LED License illuminator •  With bracket
•  2-Wire

33 DESCRIPTION
•  License illuminator
•  With bracket
•  1-Wire

REPLACEMENT PARTS
•  193 (1)  Bulb

34 DESCRIPTION
•  License illuminator
•  With bracket
•  2-Wire

REPLACEMENT PARTS
•  193 (1)  Bulb

35 DESCRIPTION
•  License Bracket

NEW LED
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BACK-UP ALARMS

FIGURE A FIGURE B FIGURE C

*Automatically adjust s maint aining a minimum of five dB (A) above noise level up to maximum rated output

Part no. Decibles Volt age, dc Max current (A) H x W x D Mounting ctr Figure
4097 97db 12 thru 24 0.66 2.6 x 4.0 x 1.6 3 to 3-1/4 A
4102 102db 12 thru 24 0.66 2.6 x 4.0 x 1.6 3 to 3-1/4 A
4107 107db 12 thru 36 0.66 3.0 x 5.0 x 2.7 3.75 to 4.5 B
4108 107db 12 thru 24 0.66 3.2 x 4.0 x 1.9 3 to 3-1/4 C
4109 82 to 102 db* 12 thru 24 0.66 2.6 x 4.0 x 1.6 3 to 3-1/4 A

ELECTRONIC FLASHERS

FIGURE A FIGURE B FIGURE C

Part No. Load Lamps Max amp s Terminals Note Dimensions Figure

6610 Incandescent 1 to 12 25 2 1.4D X 1.4H B

6611 Incandescent 1 to 12 25 3 Pilot 1.4D X 1.4H B

6612 Incandescent 1 to 16 35 2 1.8H X 1.1 X 1.1 C

6613 Incandescent 1 to 12 25 2 1.6H X 1.2 X 1.2 A

6614 LED 25 2 GND Lead 1.4D X 1.4H B

6615 LED 25 3 GND Lead 1.4D X 1.4H B

6616 Incandescent 1 to 12 25 3 Pilot 1.6H X 1.2 X 1.2 A

6617 Incandescent 1 to 16 35 3 Pilot 1.8H X 1.1 X 1.1 C

6618 Incandescent 1 to 20 45 2 1.8H X 1.1 X 1.1 C

6619 Incandescent 1 to 20 45 3 Pilot 1.8H X 1.1 X 1.1 C

6620 Incandescent 1 to 12 25 3 Alternating 1.8H X 1.1 X 1.1 C

6621 LED 10 3 Postal Vehicles 1.6H X 1.2 X 1.2 A

TERMINAL DESIGNATIONS (REF)

INPUT:      X, 49 , I ,+ PILOT: P
LOAD: L, 49a HAZARD LOAD:  C2, L
GROUND: -, 31
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EMERGENCY LIGHTING
3520 SERIES DESCRIPTION

•  4 LED High power Strobe
•  Lens material (polycarbonate)
•  Voltage: 10 - 30V
•  Base: Aluminum
•  Termination: leads 

PART NUMBERS
•  3520R-88 (red) •  3520Y-88 (yellow) •  3520W-88 (white)

MINI BAR STROBE 

LED STROBE 

NEW LED

2600 SERIES

DESCRIPTION
•  Surface mount •  Two inner fresnel lenses
•  Voltage, dc: 12-24 VDC •  Two 16 joule quad flash strobe 
•  110 Dbl alternating flashes per min •  Max current: 2A
•  Center diamond-shaped mirror •  Height: 4-3/4”
•  Width: 7-1/4” •  Length: 16
•  Termination: leads

PART NUMBERS
•  2611 (red) •  2612 (yellow)
•  2613 (blue) •  2614 (clear)
•  2616 (yellow) Magnetic mount with 8ft. cigarette plug

REPLACEMENT PARTS
•  Flash tube 2660
•  Lens 2621 (red)  2622 (yellow)  2623 (blue)  2624 (clear)

2500 SERIES
REVOLVING LAMP

DESCRIPTION
•  Surface mount •  Replaceable dome
•  Two 50 watt halogen bulbs •  Voltage, dc: 12 VDC
•  Max current: 8A •  Center diamond-shaped mirror
•  Height: 4-3/4 •  Length: 16
•  Width: 7-1/4 •  Termination: leads

PART NUMBERS
•  2511 (red) •  2512 (yellow)
•  2513 (blue) •  2514 (clear)
•  2516 (yellow) Magnetic mount with 8ft. cigarette plug

REPLACEMENT PARTS
•  Halogen bulb 2650
•  Lens 2621 (red)  2622 (yellow)  2623 (blue)  2624 (clear)
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EMERGENCY LIGHTING

DESCRIPTION
•  Surface mount •  Voltage, dc: 12 VDC
•  2 x  55wt Halogen bulbs •  Height: 5.9”
•  Length: 15.8” •  Width: 7-1”
•  2 leads Mounting hardware included

2520Y
REVOLVING LAMP

3500 SERIES
REVOLVING LAMP

DESCRIPTION
•  Flange mount •  Lens material (polycarbonate)
•  Voltage, dc: 12 VDC •  Max current: 5A
•  CP (clear lens, approx) 1,000 •  Height: 6-3/4”
•  Diameter: 7-1/2” •  Rotation per minute: 100 Single
•  Termination: leads 

PART NUMBERS
•  3501 (red) •  3502 (yellow)
•  3503 (blue) •  3504 (clear)

REPLACEMENT PARTS
•  Bulb 795
•  Lens (Twist on)  3511 (red)  3512 (yellow)  3513 (blue)  3514 (clear)

LED

ROTATING LED STROBE 

ROTATING LEDSTROBE

DESCRIPTION
•  8 LED Rotating Mini Bar •  Clear lens with Yellow LEDS
•  Polycarbonate lens •  Aluminum Base
•  Two rotating mirrors •  Voltage, dc: 12-24 volt 
•  Height: 5.8” •  Length: 13.3”
•  Width: 6.3” •  120 Flashes per minute  
•  Includes mounting hardware

3525Y-88

NEW

NEW

3620Y-88

NEW LED

DESCRIPTION
•  4 LED Strobe
•  Clear lens with yellow LEDS
•  Voltage, dc: 12-24 volt
•  120 Flashes per minute
•  Rotating mirror
•  Height: 6.17”
•  Length: 6.34”
•  Polycarbonate lens
•  Aluminum base
•  Includes mounting hardware
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EMERGENCY LIGHTING

9340Q-88
QUAD FLASH

QUAD FLASH

QUAD FLASH

DESCRIPTION
•  56 LED 4” Diameter lamp
•  Master Unit
•  9545 Plug (not included)
•  9546 Grommet (not included)

9350Q-88 DESCRIPTION
•  27 LED 6-1/2” Oval lamp
•  Master Unit
•  9545 Plug (not included)
•  1250-2AC Grommet (not included)

NEW LED

LEDNEW

2920 SERIES DESCRIPTION
•  Flange and pipe mount •  Lens material (polycarbonate)
•  Voltage, dc: 12 to 24 VDC •  Max current: 2.0A
•  CP (clear lens, approx) 1,600,000 •  Joules: 16
•  Polarity protection: Yes •  Circuitry: Solid-state
•  Height: 4” •  Diameter: 5-1/2”
•  Flashes per minute: 75 quad •  Termination: leads 

PART NUMBERS
•  2921 (red)
•  2922 (yellow)
•  2923 (blue)
•  2924 (clear)
REPLACEMENT PARTS
•  Flash tube 3811
•  Lens 3601 (red)  3602 (yellow)  3603 (blue)  3604 (clear)

2930 SERIES
QUAD FLASH

DESCRIPTION
•  Magnetic mount •  Lens material (polycarbonate)
•  Voltage, dc: 12 to 24 VDC •  Max current: 2.0A
•  CP (clear lens, approx) 1,600,000 •  Joules: 16
•  Polarity protection: Yes •  Circuitry: Solid-state
•  Height: 4” •  Diameter: 5-1/2”
•  Termination: 8ft. leads •  With cigarette plug 
•  Flashes per minute: 75 quad

PART NUMBERS
•  2931 (red)
•  2932 (yellow)
•  2933 (blue)
•  2934 (clear)

REPLACEMENT PARTS
•  Flash tube 3811
•  Lens 3601 (red)  3602 (yellow)  3603 (blue)  3604 (clear)
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EMERGENCY LIGHTING

2700 SERIES
STROBE

STROBE

DESCRIPTION
•  Flange mount •  Lens material (polycarbonate)
•  Voltage, dc: 12 to 80 VDC •  Max current: 0.3A
•  CP (clear lens, approx) 150,000 •  Joules: 2.5
•  Polarity protection: Yes •  Circuitry: Solid-state
•  Height: 3-5/8” •  Diameter: 5”
•  Flashes per minute: 60 single •  Termination: leads

PART NUMBERS
•  2701 (red)
•  2702 (yellow)
•  2703 (blue)
•  2704 (clear)

REPLACEMENT PARTS
•  Lens (Twist on)  3901 (red)  3902 (yellow)  3903 (blue)  3904 (clear)

2725 SERIES

STROBE

DESCRIPTION
•  Magnetic mount •  Lens material (polycarbonate)
•  Voltage, dc: 12 to 24 VDC •  Max current: 0.5A
•  CP (clear lens, approx) 480,000 •  Joules: 4
•  Polarity protection: Yes •  Circuitry: Solid-state
•  Height: 4-1/8” •  Diameter: 4”
•  Flashes per minute: 60 quad
•  Termination: 8ft. leads with cigarette plug

PART NUMBERS
•  2726 (red)    
•  2727 (yellow)
•  2728 (blue)
•  2729 (clear)

REPLACEMENT PARTS
•  Flash tube 3871
•  Lens (Snap on)  2771 (red)  2772 (yellow)  2773 (blue)  2774 (clear)

2750 SERIES DESCRIPTION
•  Surface and pipe mount •  Lens material (polycarbonate)
•  Voltage, dc: 12 to 24 VDC •  Max current: 0.5A
•  CP (clear lens, approx) 480,000 •  Joules: 4
•  Polarity protection: Yes •  Circuitry: Solid-state
•  Height: 4-1/8” •  Diameter: 4”
•  Flashes per minute: 60 quad •  Termination: leads 

PART NUMBERS
•  2751 (red)    
•  2752 (yellow)
•  2753 (blue)
•  2754 (clear)

REPLACEMENT PARTS
•  Flash tube 3871
•  Lens (Snap on)   2771 (red)  2772 (yellow)  2773 (blue)  2774 (clear)
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EMERGENCY LIGHTING

2800 SERIES
STROBE

DESCRIPTION
•  Magnetic mount •  Lens material (polycarbonate)
•  Voltage, dc: 12 to 48 VDC •  Max current: 1.8A
•  CP (clear lens, approx) 1,200,000 •  Joules: 12
•  Polarity protection: Yes •  Circuitry: Solid-state
•  Height: 4” •  Diameter: 5-1/2”
•  Flashes per minute: 65 Double
•  Termination: 8ft. leads with cigarette plug 

PART NUMBERS
•  2811 (red)    
•  2812 (yellow)
•  2813 (blue)   
•  2814 (clear)

REPLACEMENT PARTS
•  Flash tube 3811
•  Lens 3601 (red)  3602 (yellow)  3603 (blue)  3604 (clear)

2900 SERIES
STROBE

STROBE

DESCRIPTION
•  Flange and pipe mount •  Lens material (polycarbonate)
•  Voltage, dc: 12 to 48 VDC •  Max current: 1.8A
•  CP (clear lens, approx) 1,200,000 •  Joules: 12
•  Polarity protection: Yes •  Circuitry: Solid-state
•  Height: 4” •  Diameter: 5-1/2”
•  Flashes per minute: 60 Double •  Termination: leads
•  2915 Branch guard (not included)

PART NUMBERS
•  2911 (red)    
•  2912 (yellow)    
•  2913 (blue)
•  2914 (clear)

REPLACEMENT PARTS
•  Flash tube 3811
•  Lens 3601 (red)  3602 (yellow)  3603 (blue)  3604 (clear)

3100 SERIES DESCRIPTION
•  Flange mount •  Lens material (polycarbonate)
•  Voltage, dc: 12 to 24 VDC •  Max current: 2.3A
•  CP (clear lens, approx) 1,200,000 •  Joules: 12
•  Polarity protection: Yes •  Circuitry: Solid-state
•  Height: 5-3/32” •  Diameter: 6-1/2”
•  Flashes per minute: 65 Double •  Termination: leads

PART NUMBERS
•  3111 (red)    
•  3112 (yellow)     
•  3113 (blue)    
•  3114 (clear)

REPLACEMENT PARTS
•  Flash tube 3870
•  Lens 3601 (red)  3602 (yellow)  3603 (blue) 3604 (clear)
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EMERGENCY LIGHTING

3400 SERIES

STROBE

DESCRIPTION
•  Flange mount •  Lens material (polycarbonate)
•  Voltage, dc: 12 to 24 VDC •  Max current: 2A
•  CP (clear lens, approx) 1,600,000 •  Joules: 20
•  Polarity protection: Yes •  Circuitry: Solid-state
•  Height: 8-1/4” •  Diameter: 7”
•  Flashes per minute: 65 Double •  Termination: leads 
•  Cast aluminum base 

PART NUMBERS
•  3411 (red)    
•  3412 (yellow)     
•  3413 (blue)
•  3414 (clear)

REPLACEMENT PARTS
•  Flash tube 3811
•  Lens 3911 (red)  3912 (yellow)  3913 (blue) 3914 (clear)

2940 SERIES DESCRIPTION
•  Flush mount •  Lens material (polycarbonate)
•  Voltage, dc: 12 to 48 VDC •  Max current: 1.8A
•  CP (clear lens, approx) 1,200,000 •  Joules: 12
•  Polarity protection: Yes •  Circuitry: Solid-state
•  Height: 3-3/4” •  Diameter: 5-1/2”
•  Flashes per minute: 65 Double •  Termination: leads  

PART NUMBERS
•  2941 (red)    
•  2942 (yellow)
•  2943 (blue)
•  2944 (clear)

REPLACEMENT PARTS
•  Flash tube 3711
•  Lens 3705 (red)  3706 (yellow)  3707 (blue) 3708 (clear)

2950 SERIES
LOW PROFILE 

LOW PROFILE 

DESCRIPTION
•  Magnetic mount •  Lens material (polycarbonate)
•  Voltage, dc: 12 to 48 VDC •  Max current: 1.8A
•  CP (clear lens, approx) 1,200,000 •  Joules: 12
•  Polarity protection: Yes •  Circuitry: Solid-state
•  Height: 3-3/4” •  Diameter: 5-1/2”
•  Flashes per minute: 65 Double
•  Termination: 8ft. leads with cigarette plug 

PART NUMBERS
•  2951 (red)   
•  2952 (yellow)      
•  2953 (blue)   
•  2954 (clear)

REPLACEMENT PARTS
•  Flash tube 3711
•  Lens 3705 (red)  3706 (yellow)  3707 (blue)  3708 (clear)
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EMERGENCY LIGHTING

9864-88
ARROW LAMP

DESCRIPTION
•  25 LED 6-1/2” Oval sealed Sequencing Arrow lamp
•  Impact resistant plastic housing
•  Thin line
•  Male connector

9864-88-3 KIT INCLUDES
•  9864-88  Lamp
•  9844  Connector
•  1250-2AC  Grommet

LIGHT STICK

THE BOSS

2675

DESCRIPTION
•  Mount: 90 degree “L” bracket for deck or roof
•  Screw down lens
•  Lens material (polycarbonate)
•  Voltage, dc: 12 
•  Max current: 18A
•  Dims:  H x L x W: 2.9 x 47.4 x 5.0 (light stick)
•  Dims:  H x W x D: 2 x 6.5 x 3.5 (remote control box)

SIGNALS
•  Left to right, right to left, left arrow solid
•  Alternating flash, center out, center out Solid, wig-wag.

LED
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TOW & TRAILER KITS & W ARNING TRIANGLES

4301-3 DESCRIPTION
•  Tow kit •  Red lens
•  Strong magnetic base •  30’ Heavy gauge wire
•  4 Way plug with cable guard

9896-3-1 DESCRIPTION
•  Trailer  kit •  9896L Lamp w/license illuminator
•  9896R  Lamp •  9824Y-55   Marker (2)
•  License Plate Bracket •  20’ Wire Harness
•  48” Trunk Connector & Hardware

TRAILER KITS
9897-88-3-1 DESCRIPTION

•  Trailer kit-Submersible •  9898-88  Lamp
•  9897-88 Lamp w/license illuminator •  9824Y-55-88   Marker (2)
•  License Plate Bracket •  20’ Wire Harness
•  48” Trunk Connector & Hardware

9899-3-1 DESCRIPTION
•  Trailer kit-Submersible •  9899L Lamp w/license illuminator
•  9899R Lamp •  9824Y-55   Marker (2)
•  License Plate Bracket •  20’ Wire Harness
•  48” Trunk Connector & Hardware

NEW

LEDNEW

NEW

WARNING TRIANGLES

12002 DESCRIPTION
•  Three pack of Triangles
•  Polypropylene container included
•  Weighted base and non-skid pads
•  Stable in high winds
•  One piece hinged construction for easy set-up
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CONSPICUITY REFLECTORS

12000 / 12001

DESCRIPTION
•  Ultra conspicuity reflector •  Horizontal 12” x 1”
•  With stick-on tape

PART NUMBERS
•  12000 Clear •  12001 Red

12003 / 12004 DESCRIPTION
•  2-3/8” Diameter reflectors •  With stick-on tape

PART NUMBERS
•  12003 Red reflector •  12004 Yellow reflector

12005 / 12006 DESCRIPTION
•  2-3/8” Diameter reflectors •  Sealed to backer
•  1/4” center hole

PART NUMBERS
•  12005 Red reflector •  12006 Yellow reflector

12007 / 12008 DESCRIPTION
•  3-1/4” Diameter reflectors •  With stick-on tape

PART NUMBERS
•  12007 Red reflector •  12008   Yellow reflector

12009 / 12010 DESCRIPTION
•  3-1/4” Diameter reflectors •  Sealed to backer
•  With two 3/16” mounting holes

PART NUMBERS
•  12009 Red reflector •  12010 Yellow reflector

12011 / 12012 DESCRIPTION
•  3-1/4” Diameter reflectors •  Sealed to backer
•  With one 3/16” mounting holes

PART NUMBERS
•  12011 Red reflector •  12012 Yellow reflector

12013 / 12014 DESCRIPTION
•  4-3/8” x 1-1/8” Rectangular reflectors •  Sealed to backer
•  With two 3/16” mounting holes

PART NUMBERS
•  12013 Red reflector •  12014 Yellow reflector

12015 / 12016 DESCRIPTION
•  4-3/8” x 1-7/8” Oval reflectors •  With two 3/16” mounting holes
•  With pressure sensitive adhesive

PART NUMBERS
•  12015 Red reflector •  12016 Yellow reflector

12017 / 12018 DESCRIPTION
•  4-3/8” x 1-1/8” Rectangular reflectors • With two 3/16” mounting holes
•  With pressure sensitive adhesive

PART NUMBERS
•  12017 Red reflector •  12018 Yellow reflector
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CONSPICUITY TAPE

12019 / 12020 DESCRIPTION
•  3-1/2” x 2-7/32 ” Rectangular reflector tape •  Stick-on

PART NUMBERS
•  12019 Red reflector •  12020 Yellow reflector

12021 / 12022 DESCRIPTION
•  3 ” Diameter reflector tape •  Stick-on 

PART NUMBERS
•  12021 Red reflector •  12022 Yellow reflector

10000 / 10013 DESCRIPTION
•  Reflective tape •  Red / Silver
•  Red 11” / Silver 7” •  Weather resistant
•  Durable and easy to apply

PART NUMBERS
•  10000   2” x 150’ •  10013  1” x 150’

10001 / 10012 DESCRIPTION
•  Reflective tape •  2” x 150’
•  Weather resistant •  Durable and easy to apply

PART NUMBERS
•  10001   2” x 150’ All silver •  10012   2” x 150’ All red 

10002 DESCRIPTION
•  Reflective tape •  School bus yellow
•  1” x 150’ •  Weather resistant
•  Durable and easy to apply

10003 DESCRIPTION
•  Reflective tape •  All red
•  2” x 50’ •  Weather resistant
•  Durable and easy to apply

10011 DESCRIPTION
•  Reflective strips •  Red / Silver
•  Red 11” / Silver 7” •  2” x 18”
•  24 Pieces to a bag •  Weather resistant
•  Durable and easy to apply

10014 / 10015 DESCRIPTION
•  Reflective strips •  Red / Silver
•  Red 6” / Silver 6” •  Weather resistant
•  Durable and easy to apply

PART NUMBERS
•  10014   1” x 150’ •  10015   2” x 150’
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BRACKETS 

119-60 DESCRIPTION
•  Surface mount fender bracket
•  Color: Black

APPLICATION
•  Fits all 116, 118,119, 125 and 126 

1253 DESCRIPTION
•  Black coated steel
•  Use with 1250-2AC grommet

APPLICATION
•  Fits all 6-1/2” oval  lamps

9536 / 9537 / 9537B DESCRIPTION
•  Mounting bracket and connector assembly

APPLICATION
•  Fits our 9530 / 9531 / 9530-88 / 9531-88 / 

9829R-88 / 9829Y-88

PART NUMBERS   
•  9536    Gray   
•  9537  Chrome   
•  9537B Black

9540-2 DESCRIPTION
• “L” bracket
•  Black coated steel
•  Use with 9546 grommet

APPLICATION
•  Fits all 4” lamps

9565 / 9566 DESCRIPTION
•  Bracket with plug and screw pack
•  Fits our 9560 / 9561 / 9563-88 / 9564-88

PART NUMBERS
•  9565 Chrome bracket
•  9566 Black bracket

9582-5 DESCRIPTION
•  Surface mount bracket
•  Color: Black
•  Fits  9882-88 / 9883-88 / 9883C

6.25” Mounting Hole Centers

2” Mounting Hole Centers

3” Mounting Hole Centers

Mounting Centers: 
7-7/32” X 5-23/32” Rect.
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BRACKETS /  BEZELS

DESCRIPTION
•  Mounting bracket
•  Color: Chrome
•  Fits  9882-88 / 9883-88 / 9883C

9585

NEW

9584 DESCRIPTION
•  Mounting bracket
•  Color: Chrome
•  Material: ABS

•  Fits  9882-88 / 9883-88 / 9883C

9582-55 DESCRIPTION
•  Double surface mount bracket
•  Color: Black
•  Fits  9882-88 / 9883-88 / 9883C

BEZELS

9500-6 / 9500-6V DESCRIPTION
•  Chrome Bezel

APPLICATION
•  Fits all 2” Diameter lamps

PART NUMBERS
•  9500-6 Without visor
•  9500-6V With visor

WITHOUT VISOR WITH  VISOR

9510-6 / 9510-6V DESCRIPTION
•  Chrome Bezel

APPLICATION
•  Fits all 2-1/2” Diameter lamps

PART NUMBERS
•  9510-6 Without visor
•  9510-6V With visor

WITHOUT VISOR WITH  VISOR

9539-6 / 9539-6V DESCRIPTION
• Chrome Bezel-Fits all 4” lamps

PART NUMBERS
•  9539-6 Without visor
•  9539-6V With visor

WITHOUT VISOR WITH VISOR

5-17/32” Mounting Hole
Centers

5-3/4” Mounting Hole
Centers

2-15/32” Mounting Hole Centers

3-1/8” Mounting Hole Centers

3 Holes, 3,6,9 O’clock on 2-5/16” Radius
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BEZELS / GUARDS

GUARDS

9552-6 / 9553-6V DESCRIPTION
•  Chrome Bezel
•  Fits all 6-1/2” lamps

PART NUMBERS
•  9552-6 Without visor
•  9553-6V With visor

9860-88-5C DESCRIPTION
•  Replacement Chrome Bezel 
•  Fits:  9858-88 / 9859-88 / 9860-88 / 9862-88

9865-88-5C DESCRIPTION
•  Chrome Bezel
•  Fits:  9865-88AC

WITH VISORWITHOUT VISOR

NEW

NEW

117-60 DESCRIPTION
•  Branch guard - Aluminum

MOUNTING: Centers 2.9 to 3.0
Slot Width 3/16”

120-60 DESCRIPTION
•  Branch guard - Chrome
•  Fits: All 120 and 121 lamps

2915 DESCRIPTION
•  Branch guard
•  Color: Chrome
•  Fits: All 2900 Series strobe lights

NEW

4.65” Mounting hole centers

Hole Centers: 4-7/32” X 2-27/32” Rect.
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GROMMETS

1250-2AC DESCRIPTION
•  6-1/2” Recessed mounting grommet
•  Black rubber
•  Fits: All 6-1/2” sealed lamps

RECOMMENDED HOLE SIZE:
Plate thickness Hole Size

0.18” 3.125” dia

9505 DESCRIPTION
•  2” Recessed mounting grommet
•  Black rubber
•  Fits: All 2” diameter sealed lamps

MOUNTING HOLE: 2.312”

9515

9546

DESCRIPTION
•  2-1/2” Recessed mounting grommet
•  Black rubber
•  Fits: All 2-1/2” diameter sealed lamps

MOUNTING HOLE:   3.0”

DESCRIPTION
•  4” Recessed mounting grommet •  Black rubber
•  Fits: All 4” diameter sealed lamps

RECOMMENDED HOLE SIZE:
Plate thickness Hole Size

1/4” 4.53”
3/8” 4.56”
1/16” 4.47”
1/8” 4.50”
3/16” 4.50”

9586 DESCRIPTION
•  Mounting grommet
•  Color: Black 
•  Fits: 9882-88 / 9883-88

MOUNTING HOLE: 3.58” X 5.45”
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9540-44

9540-5

NEW

DESCRIPTION
•  Snap on flange for all 4” (full body ) lamps
•  Black plastic housing
• Fits all 4” lamps
•  Will not fit any thin line units

DESCRIPTION
• Snap on flange for all 4” (full body ) lamps
• Reflex
• Black plastic housing
•  Fits all 4” lamps
•  Will not fit any thin line units

FLANGES / CONNECTORS & PLUGS

CONNECTORS & PLUGS

1747 DESCRIPTION
•  Sealed connector •  5-leads

Fits Metri-Pack® compatible lamps
Fits all 1740 Series lamps

9504 DESCRIPTION
•  Connector plug •  Double male contact

Fits: All Clearance and Markers with female connectors

9544 DESCRIPTION
•  Connector plug •  Triple contact

Fits: All lamps with female connectors

9545 DESCRIPTION
•  Connector plug •  Double contact

Fits: All lamps with female connectors

9844 DESCRIPTION
•  Connector plug •  With ground terminal

Fits: All lamps with male connectors

9845 DESCRIPTION
•  Adapter 
•  Convert from female connector to male



Page 62www.glo-brite.com

REPLACEMENT SOCKETS

322X / 322X-56 DESCRIPTION
•  Back-up socket •  Accepts 1156 bulb

PART NUMBERS
•  322X Without bulb •  322X-56 With bulb

323X / 323X-57 DESCRIPTION
•  Stop / Tail / Turn socket •  Accepts 1157 bulb

PART NUMBERS
•  323X Without bulb •  323X-57 With bulb

374X-002 / 374X-002-56 DESCRIPTION
•  Back-up socket •  Accepts 1156 bulb

PART NUMBERS
•  374X-002 Without bulb •  374X-002-56 With bulb

374X / 374X-57 DESCRIPTION
•  Stop / Tail / Turn socket •  Accepts 1157 bulb

PART NUMBERS
•  374X Without bulb •  374X-57 With bulb

375X / 375X-56 DESCRIPTION
•  Back-up socket •  Accepts 1156 bulb

PART NUMBERS
•  375X Without bulb •  375X-56 With bulb

376X / 376X-57 DESCRIPTION
•  Stop / Tail / Turn socket •  Accepts 1157 bulb

PART NUMBERS
•  376X Without bulb •  376X-57 With bulb

377X DESCRIPTION
•  Sidemarker socket •  Accepts wedge base bulb
•  Fits Globe lamps 302 series

379X / 379X-56 DESCRIPTION
•  Back-up socket •  Accepts 1156 bulb

PART NUMBERS
•  379X Without bulb •  379X-56 With bulb

380X / 380X-56 DESCRIPTION
•  Turn signal socket •  Accepts 1156 bulb

PART NUMBERS
•  380X Without bulb •  380X-56 With bulb

381X DESCRIPTION
•  sidemarker socket •  Accepts wedge base bulb

PATTERN

PATTERN
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FUSE HOLDERS

BLADE-TYPE INLINE FUSE HOLDER 

APPLICATION INFORMATION

Fuse Holdersare designed for operation and evaluated at a maximumtemperature of 85 degrees Celsius for 4 hours and a minimum
temperature of -40 degrees (non-condensing).  They are tested at 90 percent of the rated maximum value of the fuse (for example, the
test current of a 20 ampere fuse would be 18 amperes continuous; for a 30 ampere fuse the rating would be 27 amperes continuous,
etc.).   Testing is evaluated on a continuous current basis using a standard blow fuse and does not characterize peak current such
as that which results from incandescent inrush or instantaneous current from loads such as strobe lamps.    Additionally, evalua-
tion is for direct current (DC) circuits.  Fuses are nominally rated for their specified amperage at 25 degrees Celsius.  When the condi-
tions of operation are different from the conditions of the rating, the fuse and fuse holder must be re-rated.  At higher ambient temper-
atures a fuse will respond faster to a given overload.  The converse is true in colder ambient temperatures.  In all cases determine the
environment in which the fuse and its fuse holder are going to operate and adjust your specifications accordingly.  Also give special
consideration to the environment of the fuse whenever a cover is used to enclose the fuse within its holder.  For ALL FUSE HOLD-
ERS the maximumoperating voltage is 32 volts. 

Fuse Holder Series 106 and 107 with integral cover and series 112 with tethered cover have been evaluated for water intrusion by an
independent testing laboratory and found to meet the IPX7 requirements in accordance with Section 14.3 of IEC 60529.

A fuse mustbe properlyand fully inserted into the holder to provide a solid and good quality connection.  Poor or improper insertion
of the fuse into its holder can result in failure of both the holder and the fuse, and not properly protect the load for which it is intend-
ed.  Be certain that the fuse blades are properly engaged into the mating holder terminals and not in front of or behind them.  After
confirming correct alignment, insert the fuse completely and fully into the fuse holder.  Fuse insertion force is very high by design to
provide the required low contact resistance.  Never re-form or distort the terminals in any way to reduce this force.  High resistance
contacts can produce elevated temperatures capable of destroying the fuse holder and resulting in a failure which could become a
source of ignition.  Make certain that the holder is joined with a low resistance connection to your circuit.  To prevent arcing and
degradation of the terminals, alwaysdisconnect or switch off the load when installing or removing a fuse from its fuse holder.  

The ATO/ATC and Mini fuse holder bodies are molded from flexible materials.  Mounting is important and must allow the fuse hold-
er to be mechanically isolated from vibration as well as stress and strain that may be transmitted to its terminals.  Terminal deforma-
tion can result from this motion and cause the fuse holder to fail.  Do not use the fuse holder to transfer mechanical loads.   

Due to the nature of the insert terminal molding process, flash (excess fuse holder body material) may form a thin layer over a portion
of the entry end of the terminals for those fuse holders that have insert molded contacts.  This material is displaced upon insertion of
the fuse blades into the mating receptacles within the fuse holder.  The maximum amount of terminal coverage allowed is 40 percent
(60 percent or more of the terminal surface must be exposed).

The mechanical handling of wire may cause some distortion of the insulation.  This is much more prevalent in cross-linked insulated
wire such as SAE types TXL, GXL etc.  Additionally, insulation distortion may occur where the fuse holder leads exit the body and is
caused by the mechanics of the mold where it closes around the lead to contain the flow of molten resin.  This is also much more evi-
dent with cross-linked insulation.  

Observe the recommendations and specifications of wire manufactures and SAE regarding minimum wire bend radii.  Generally, a min-
imum bend radius of 5 to 6 times the outer diameter is sufficient to prevent local stresses from compromising the insulation.

IMPORTANT.  Consider the load, location, temperature, atmosphere, circuit dynamics, etc. and make certain that the proper fuse hold-
er has been selected.  For applications including transient operation, alternating current, elevated temperatures, corrosive environments,
mechanical vibration and stresses, etc., please request sample fuse holders from your distributor or the factory for your evaluation.  

RoHS Statement

All fuse holders manufactured by Triplex Manufacturing Company are RoHS compliant.  Fuse holders and all components used to fab-
ricate fuse holders do not contain intentional additions of lead, hexavalent chromium, cadmium, mercury, PBB or PBDE.  Maximum
lead in any fuse holder does not exceed 0.08 percent by weight.

Rev 3/18/08
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FUSE HOLDERS

BLADE-TYPE INLINE FUSE HOLDER DESIGN WORKSHEET

GENERAL INFORMATION FOR SPECIFYING FUSE HOLDERS

FUSE TYPE MINI ATO/ATC MAXI

WIRE GAGE 16, 14, 12 16, 14, 12 6

SERIES 112 100/106/107/109 114

MAXIMUM 30A (12 GAGE) 30A (12 GAGE 107/109) 60A
CURRENT 20A (14,16 GAGE) 20A (14,16 GAGE 100/106)

COVER AVAILABLE 100 NOT AVAILABLE AVAILABLE
106/107 INTEGRAL TETHER
109 AVAILABLE

INSULATION GPT PVC GPT PVC XLPE

BODY WIDTH 1.60 100/109 = 1.08 3.36
(INCHES) 106/107 = 1.00

BODY THERMO-PLASTIC 100 PVC                     POLY-
MATERIAL ELASTOMER 106/107/109 THERMO- CARBONATE

PLASTIC ELASTOMER         

LENGTH ONE SPECIFY LENGTH IN INCHES TO NEAREST 1/4 INCH FROM SIDE OF                  
END BODY. TOLERANCE IS ± 1/4 INCH FOR EVERY 15 INCH INCREMENT.  

LENGTHS GREATER THAN 12 INCHES ARE SUPPLIED             
WOUND AND TIED. 

STRIP SPECIFY LENGTH IN INCHES TO NEAREST 1/16 INCH.  TOLERANCE
LENGTH IS ± 1/16 INCH. 
ONE END

LENGTH SPECIFY LENGTH IN INCHES TO NEAREST 1/4 INCH FROM SIDE OF             
OTHER END BODY. TOLERANCE IS ± 1/4 INCH FOR EVERY 12 INCH INCREMENT.   

LENGTHS GREATER THAN 15 INCHES ARE SUPPLIED             
WOUND AND TIED. 

STRIP SPECIFY LENGTH IN INCHES TO NEAREST 1/16 INCH.  TOLERANCE
LENGTH IS ± 1/16 INCH.
OTHER END

Rev 6/05/06
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FUSE HOLDERS

FUSE HOLDER DESIGN WORKSHEET

For quantities above 10,000, we are prepared to manufacture to your specific needs.
Please feel free to call us for a quotation.

Fuse type: _________________

Fuse rating: _________________

Wire gauge: _________________

Wire color: _________________

Insulation type: _________________

Maximum current: _________________

Cover required: _________________

Body style preferred: _________________

Wire length A: _________________

Strip length A: _________________

Wire length B: _________________

Strip length B: _________________
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FUSE HOLDERS

100 / 100LF DESCRIPTION

•  For ATO® / ATC® fuses •  Black PVC body
•  Black 2 x 4-1/2” 16 gauge leads •  For fuses through 20 amps

PART NUMBER
•  100 With fuse •  100LF Without fuse

106LF DESCRIPTION

•  For ATO® / ATC® fuses •  Weather resistant
•  Black Globe-Tuff TPE body & cover •  Black 2 x 4-1/2” 16 gauge leads
•  For fuses through 20 amps •  Without fuse

107LF DESCRIPTION

•  For ATO® / ATC® fuses •  Heavy duty
•  Black Globe-Tuff TPE body & cover •  Weather resistant
•  Orange 2 x 4-1/2” 12 gauge leads •  For fuses through 30 amps
•  Without fuse

109 / 109LF DESCRIPTION

•  For ATO® / ATC® fuses •  Heavy duty
•  Black Globe-Tuff TPE body & cover •  Orange 2 x 4-1/2” 12 gauge leads
•  For fuses through 30 amps

PART NUMBER
•  109 With 30 amp fuse   •  109LF Without fuse

109XC DESCRIPTION
•  Clear fuseholder cover for all 109 Series

112LF-000 / 112LF-004 DESCRIPTION
•  For Mini / ATM fuses •  Black Globe-Tuff TPE body 
•  Black 2 x 4-1/2” 16 gauge leads •  For fuses 1 through 20 amps

PART NUMBER
•  112LF-000 Without cover •  112LF-004 With cover

112LF-003 / 112LF-006 DESCRIPTION
•  For Mini / ATM fuses •  Black Globe-Tuff TPE body 
•  Orange 2 x 4-1/2” 12 gauge leads •  For fuses 1 through 30 amps

PART NUMBER
•  112LF-003 Without cover •  112LF-006 With cover

112XC DESCRIPTION
•  Fuse holder cover •  For 112 series fuse holders
•  Black Globe-Tuff TPE cover

ATO® IS A REGISTERED TRADEMARK OF LITTELFUSE

ATC® IS A REGISTERED TRADEMARK OF BUSSMANN
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FUSE HOLDERS

114LF-000 DESCRIPTION
•  For Maxi fuse •  Black polycarbonate body
•  Black 2 x 6” 6 gauge cross link leads •  For fuses  through 60 amps

114XC DESCRIPTION
•  Fuse holder cover •  For 114 series fuse holders
•  Black polycarbonate 

95 / 95LF DESCRIPTION
•  For 1/4” Tubular fuses •  Black body
•  Black 8” diameter loop •  16 gauge black leads
•  For fuses through 20 amps

PART NUMBER
•  95 With 20 amp fuse •  95LF Without fuse

96 / 96LF DESCRIPTION
•  For 1/4” Tubular fuses •  Red body
•  Black 8” diameter loop •  16 gauge black leads
•  For fuses through 14 amps

PART NUMBER
•  96 With 14 amp fuse •  96LF Without fuse

99 DESCRIPTION
•  For 1/4” Tubular fuses •  White body
•  2 x 4-1/2” leads •  Supplied with 30 amp fuse
•  12 gauge orange leads or 10 gauge black leads

520LF-16 DESCRIPTION
•  For 4.5 x 16mm and 5 x 20mm  Tubular fuse holder
•  Black body •  16 gauge red wire loop
•  Tubular fuses through 10 amp
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TRUCKS, BUSES, MPVs: FEDERAL LIGHTING 
EQUIPMENT LOCATION REQUIREMENTS

IMPORTANT NOTE: Every lamp, reflex reflector , and conspicuity treatment (device) must be perma -
nently att ached in the location specified below and must comply with all applicable requirement s
prescribed for it by FMVSS/CMVSS 108. The face of any device on the front/rear and sides should
be, respectively perpendicular and p arallel to vehicle centerline, unless it is photometrically certi -
fied at inst allation angle. No p art of the vehicle shall prevent any device from meeting it s pre -
scribed requirement s unless an auxiliary device meeting all prescribed requirement s is inst alled.In
Canada: Manufacturers and importers of vehicles must have the proper certification test records
demonstrating compliance of lighting component s with all prescribed requirement s.

BASIC EQUIPMENT REQUIRED ON ALL TRUCKS, BUSES & MPVs 

DESCRIPTION MANDATORY REQUIREMENTS

Area Equipment
(SAE Lens
Coding)

Functional
Purpose Quantity Color Location

Height mm (in.)
from the ground

1 Headlamp - 
Lower Beam

(H, HR)
Attention: US
“DOT lettering
required on
lens
Attention: US
& Canada:
light source code
required
on lens

Forward road illu-
mination

Minimum
2

White On the front - 
symmetrical - as
far apart as practi-
cable (if 4 lamp
system - outboard
or above upper
beams)

560-1370
(22-54)

Headlamp - 
Upper Beam

(H, HR)
Attention: US
“DOT lettering
required on
lens
Attention: US
& Canada:
light source code
required
on lens

Forward road illu-
mination

Minimum
2

White On the front - 
symmetrical -  (if 4
lamp system -
inboard or below
lower beams)

560-1370
(22-54)

Parking lamps
Attention: required
only on vehicles
less than 2032mm
wide

(P) Indiacte parked
vehicle

Minimum
2

White or              
Yellow

Front - symmetrical
- as far apart as
practicable

380-1530
(15-60)

Daytime Running
lamps - Attention:
for Canada
required, for US
optional

(Y2)
Attention: for US,
“DRL” lettering
required on lens if
device is not head-
lamp

Indicate in use
vehicle

Minimum
2

White or             
Yellow

Front - symmetrical
- as far apart as
practicable

380(15) min-   
imum    
Maximum   
depends 
type of DRL

Front Turn
signal/Hazard
Warning Lamps

(I) Indicate direction
of turn / identify
disabled vehicle

Minimum
2

Yellow Front - symmetrical
- as far apart as
practicable

380-2110   
(15-83)

2 Front Clearance
Lamps- Attention:
Required for vehi-
cle 2032mm wide
or wider

(P2, PC* or P3*,
PC2)
*photometrically
certified at installa-
tion angle

Show vehicle’s
width

Minimum
2

Yellow At widest point-
symmetrical-on the
front or near the
front-facing for-
ward

As high as  
practicable

3 Front identification
Lamps (ID)

(P2 or P3) Indicate presence
of a wide vehicle

Exactly 3         
Yellow

on the front-center
horizontally spaced
150mm (6 in.) to
300mm (12 in.)
apart

As high as 
practicable 
or on top of 
cab
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TRUCKS, BUSES, MPVs: (continued)
FEDERAL LIGHTING EQUIPMENT LOCATION 

REQUIREMENTS

BASIC EQUIPMENT REQUIRED ON ALL TRUCKS, BUSES & MPVs 

DESCRIPTION MANDATORY REQUIREMENTS

Area Equipment (SAE Lens Coding) Functional Purpose Quantity Color Location Height mm (in.)
from the ground

4a Front Side Marker
Lamps

( P2, PC* or P3
,PC2*)*photometri-
cally certified at
installation angle

Minimum
2

Yellow Each side at front -
as far forward as
practicable

380 (15) 
minimum

4b Front Side Reflex
Reflectors

(A) Front and Rear side
marker lamps / side

Minimum
2

Yellow At front - symmetri-
cal - as far forward
as practicable - fac-
ing sideward

380-1530 
(15-60)

5a Rear Side Marker
Lamps ** 

(P2, PC* or P3,
PC2*)*photometri-
cally certified at
installation angle

reflex reflector indi-
cate vehicle's pres-
ence and length

Minimum
2

Red Each side at rear -
as far back as prac-
ticable

380 (15) 
minimum

5b Rear Side Marker
Lamps ** 
Rear Side Reflex
Reflectors**** not
required on Truck
Tractors

(A) Minimum
2

Red Each side at rear -
as far back as prac-
ticable - facing side-
ward

380-1530
(15-60)

6 Rear Clearance
Lamps Attention:
Required for vehi-
cles 2032mm wide
or wider, but not
required on Truck
Tractors

(P2, PC* or P3,
PC2*)*photometri-
cally certified at
installation angle

Show vehicle's
width -MAY NOT be
combined with tail
lamps

Minimum
2

Red At widest point -
symmetrical - on
the rear or near the
rear - facing rear-
ward

As high as prac   
ticable-may be 
lower only if rear 
ID lamps are at 
the top

7 Rear Identification
Lamps(ID)Attention:
Required for vehi-
cles 2032mm wide
or wider, but not
required on Truck
Tractors

(P2 or P3 ) Indicate presence of
a wide vehicle

Exactly 3       Red Rear - center - hori-
zontally spaced 150
mm (6 in.) to 300
mm (12 in.) apart,
facing rearward

in Canada : at 
the top - maybe  
lower if door 
header narrower 
than 25mmin 
USA: as high as 
practicable

8
Tail Lamps (T) Indicate vehicle's

presence and width
Minimum 2 Red On the rear - sym-

metrical - as far
apart as practicable

380-1830 
(15-72)
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TRUCKS, BUSES, MPVs: (continued)
FEDERAL LIGHTING EQUIPMENT LOCATION 

REQUIREMENTS
BASIC EQUIPMENT REQUIRED ON ALL TRUCKS, BUSES & MPVs 

DESCRIPTION MANDATORY REQUIREMENTS

Area Equipment (SAE Lens Coding) Functional Purpose Quantity Color Location
Height mm (in.)
from the ground

Stop Lamps (S) Indicate braking Minimum
2

Red On the rear - sym-
metrical - as far
apart as practicable

380-1830 
(15-72)

Rear Turn
Signal/Hazard
Warning Lamps

( I) Indicate direction of
turn/ identifies dis-
abled vehicle

Minimum
2

Red and Yellow On the rear - sym-
metrical - as far
apart as practicable

380-2110 
(15-83)

Rear Reflex
Reflectors

(A) Show vehicle's
presence and width

Minimum
2

Red On the rear - sym-
metrical - as far
apart as practicable
- facing rearward

380-1530 
(15-60)

9 Backup Lamp (R) Illuminate ground
behind the vehicle
and alert road
users

Minimum
1

White Rear No requirement

10 License Plate
Lamp(s)

(L) Illuminates license
plate

Minimum
1

White On the rear - above
or at the sides of
license plate 

No requirement

11 Center High
Mounted Stop
Lamp Attention:
Required for vehi-
cles less than
2032mm wide and
4536kg

(U3) Indicates braking Minimum 
1

Red On the rear - cen-
terline of the vehi-
cle

860 (34) 
minimum

ADDITIONAL EQUIPMENT FOR SPECIFIC VEHICLES
VEHICLES 9.1m (30f t.) LONG OR LONGER

DESCRIPTION MANDATORY REQUIREMENTS

12a Intermediate Side
Marker Lamps 

(P2 or PC) Indicate presence
of a long vehicle

Minimum
2

Yellow Each side near
center

380 (15) 
minimum

12b Intermediate Side
Reflex Reflectors

(A) Indicate presence
of a long vehicle

Minimum
2

Yellow Each side near
center - facing
sideward

380-1530 
(15-60)

Area Equipment
(SAE Lens
Coding)

Functional
Purpose Quantity Color Location

Height mm (in.)
from the ground

TRUCK TRACTORS
DESCRIPTION MANDATORY REQUIREMENTS

Area
Conspicuity
Treatment DOT Code Quantity Color Location Height Options

13 Rear Upper Body
Marking

DOT-C, DOT-C2,
DOT-C3, or DOT-
C4

Exactly 2 pairs of
300mm long
strips

White Rear upper cor-
ners of cab - fac-
ing rearward

As high as practi-
cable excluding
fairings

14 Rear Marking DOT-C, DOT-C2,
DOT-C3, or DOT-
C4

Exactly 2 sections
of min. 600mm
each

Red/White Rear - facing
rearward - on
fenders, on mud
flaps brackets, or
within 300mm
below of the top
of mud flaps

If mud flaps not
used - on the cab
or frame mounted
brackets

If mud flaps not
used - on the cab
or frame mounted
brackets
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TRUCKS, BUSES, MPVs: (continued)
FEDERAL LIGHTING EQUIPMENT LOCATION 

REQUIREMENTS
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TRUCKS, BUSES, MPVs: (continued)
FEDERAL LIGHTING EQUIPMENT LOCATION 

REQUIREMENTS
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TRAILERS
FEDERAL LIGHTING EQUIPMENT LOCATION 

REQUIREMENTS
IMPORTANT NOTE: Every lamp, reflex reflector , and conspicuity treatment (device) must be perma -
nently att ached in the location specified below and must comply with all applicable requirement s
prescribed for it by FMVSS/CMVSS 108. The face of any device on the front/rear and sides should
be, respectively perpendicular and p arallel to vehicle centerline, unless it is photometrically certi -
fied at inst allation angle. No p art of the vehicle shall prevent any device from meeting it s pre -
scribed requirement s unless an auxiliary device meeting all prescribed requirement s is inst alled.In
Canada: Manufacturers and importers of vehicles must have the proper certification test records
demonstrating compliance of lighting component s with all prescribed requirement s.

BASIC EQUIPMENT REQUIRED ON ALL TRUCKS, BUSES & MPVs 

DESCRIPTION MANDATORY REQUIREMENTS

Area Equipment
(SAE Lens
Coding) Functional

Purpose
Quantity Color Location

Height mm
(in.)from the
ground

1 Tail Lamps (T) Indicate vehicle's
presence and
width

Minimum 2 Red On the rear -
symmetrical - as
far apart as 
practicable

380-1830 (15-72)

Stop Lamps (S) Indicate braking Minimum 2 Red On the rear -
symmetrical - as
far apart as 
practicable

380-1830 (15-72)

Rear Turn Signal
Lamps 

( I) Indicate direction
of turn

Minimum 2 Red or Yellow On the rear -
symmetrical - as
far apart as 
practicable

380-2110 (15-83)

Rear Reflex
Reflectors

(A) Indicate vehicle's
presence and
width

Minimum 2 Red On the rear -
symmetrical - as
far apart as prac-
ticable- facing 
rearward

380-1530 (15-60)

2 License Plate
Lamp(s) 

(L) Illuminates
license plate

Minimum 1 White On the rear -
above or at the
sides of license
plate 

No requirement

3 Rear Side Marker
Lamps 

(P2,PC* or P3,
PC2*)*photometri-
cally certified at
installation angle

Minimum 2 Red Each side at rear
- as far back as
practicable

380-1530 (15-60)
no max. for veh.
under
2.032m(80") wide

Rear Side Reflex
Reflectors

(A) Front and rear
side marker
lamps / side reflex
reflectors 

Minimum 2 Red Each side at rear
- as far back as
practicable facing
sideward

indicate vehicle's
presence and
length 

380-1530 (15-60)

4a Front Side Marker
Lamps

(P2, PC* or P3,
PC2*)* photomet-
rically certified at
installation angle

Minimum 2 Yellow Each side at front
- as far forward as
practicable

380 (15) minimum

4b Front Side Reflex
Reflectors

(A)

Minimum 2 Yellow Each side at front
- as far forward as
practicable facing
sideward

380-1530 (15-60)
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TRAILERS (continued)
ADDITIONAL EQUIPMENT FOR TRAILERS EXCEEDING THE FOLLOWING 

PARAMETERS
LENGTH 9.1 m (30 f t.) OR LONGER 

DESCRIPTION MANDATORY REQUIREMENTS

Area Equipment 
(SAE Lens
Coding)

Functional
Purpose

Quantity Color Location
Height mm (in.)
from the ground

5a Intermediate Side
Marker Lamps

(P2 or P3) Indicate presence
of a long vehicle

Minimum 2 Yellow Each side near
center - facing
sideward

380 (15) mini-
mum

5b Intermediate Side
Reflex Reflectors

(A) Indicate presence
of a long vehicle

Minimum 2 Yellow Each side near
center - facing
sideward

380-1530 (15-60)

WIDTH 2.032 m (80 in.) OR WIDER 

DESCRIPTION MANDATORY REQUIREMENTS

Area Equipment
(SAE Lens
Coding)

Functional
Purpose Quantity Color Location Height

6 Rear Clearance
Lamps

(P2, PC*or P3,
PC2*)* photomet-
rically certified at
installation angle

Show vehicle's
width -MAY NOT
be combined with
tail lamps

Minimum 2 Red At widest point -
symmetrical - on
the rear or near
the rear - facing
rearward

As high as practi-
cable - may be
lower only if ID
lamps are at the
top

7 Rear
Identification
Lamps

(P2 or P3) Indicate presence
of a wide vehicle

Exactly 3 Red On the rear - cen-
ter, facing rear-
ward - horizontal-
ly spaced 150
mm (6 in.) to 300
mm 
(12 in.) apart 

in Canada : at the
top - maybe lower
if door header
narrower than 25
mmin USA: as
high as practica-
ble

8 Front Clearance
Lamps 

(P2, PC*or P3,
PC2*)* photomet-
rically certified at
installation angle

Show vehicle's
width

Minimum 2 Yellow At widest point -
symmetrical - as
far forward as
practicable - fac-
ing forward

As high as 
practicable

WIDTH 2.032 m (80 in.) OR WIDER AND GVWR 4536 kg (10,000 lb.) OR MORE 

DESCRIPTION MANDATORY REQUIREMENTS

Area
Conspicuity
Treatment DOT Coding Quantity Color Location Height OPTIONS

9 Rear Upper Body
Marking

DOT-C

Exactly2 pairs of
300mm long
strips

White On the rear upper
corners - facing
rearward

At the top

DOT-C2,

Reflex reflectors
may not be
required if they
are replaced, in
their required
location, with con-
spicuity treatment

10 DOT-C3, 
or

Bumper Bar
Marking

Continuous Red/White On the rear
bumper bar's hor-
izontal element -
full width - facing
rearward

No requirement

conspicuity treat-
ment Optional in
Canada

11 DOT-C4 Rear Lower Body
Marking

Continuous Red/White see
options 

On the rear - full
width of the vehi-
cle - facing rear-
ward

As horizontal as
practicable and
as close as prac-
ticable to the
range of 375 to
1525 mm from
the ground

Rear lower body
and side con-
spicuity treatment
may also be solid
white, solid yel-
low, or white and
yellow.

12 Side Marking see location Red/White see
options

Each side - facing
sideward - contin-
uous, or evenly
spaced over mini-
mum of 50% of
length, starts and
ends as close to
the front and rear
or vehicle as 
practicable

As horizontal as
practicable and
as close as prac-
ticable to the
range of 375 to
1525 mm from
the ground
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TRAILERS (continued)
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TRAILERS (continued)
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CURRENT / VOLTAGE INFORMATION
Current Current

Part# Volt age (amps) Function Part# Volt age (amps) Function 

120-55-88 14.00 .1 Marker 8620-88AC 12.80 .4 Stop/Turn
120-5-88 14.00 .1 Marker 14.00 .05 Tail
121-55-88 14.00 .1 Marker 12.80 .6 Back-up
121-5-88 14.00 .1 Marker 8621-88AC 12.80 .5 Stop
122R-55-88 14.00 .03 Marker 14.00 .03 Tail
122Y-55-88 14.00 .03 Marker 12.80 .5 Turn
1236-88AC 12.80 .5 Turn 12.80 .6 Back-up
1237-88AC 12.80 .4 Stop/Turn 8630-88AC 12.80 .4 Stop/Turn

14.00 .05 Tail 14.00 .05 Tail
1237C-88AC 12.80 .4 Stop/Turn 8632-88AC 12.80 .8 Turn

14.00 .05 Tail 8640-88AC 12.80 .9 Turn
1238-88AC 12.80 .4 Back-up 9340Q-88AC 12.80 Strobe
123R-55-88 14.00 .03 Marker 9350Q-88AC 12.80 Strobe
123Y-55-88 14.00 .03 Marker 9401-555-88 12.80 .1 Stop/Turn
125R-55-88 14.00 .04 Marker 14.00 .02 Tail
125R-5-88 14.00 .04 Marker 9402-55-88 12.80 .3 Stop/Turn
125Y-55-88 14.00 .03 Marker 9430-55-88 14.00 .1 Identification
125Y-5-88 14.00 .03 Marker 9431-55-88 14.00 .05 Identification
1260-88 14.00 .1 Turn 9433-555-88 14.00 .05 Identification
232-88 12.80 .2 Stop/Turn 9451-555-88AC 12.80 .2 Stop/Turn

14.00 .1 Tail 14.00 .02 Tail
12.80 .3 Back-up 9453-555-88AC 14.00 .02 Identification

233-88 12.80 .2 Stop/Turn 9454-555-88AC 12.80 .3 Stop/Turn
14.00 .02 Tail 14.00 .02 Tail
12.80 .3 Back-up 9455-55-88AC 12.80 .2 Stop/Turn

236-88 12.80 .2 Stop/Turn 9458-55-88AC 14.00 .1 Identification
14.00 .1 Tail 9461-55-88AC 14.00 .1 Identification
12.80 .3 Back-up 9463-555-88AC 14.00 .1 Identification
14.00 .1 Marker 9500-88 14.00 .1 Marker

237-88 12.80 .2 Stop/Turn 9500-88BLU
14.00 .1 Tail 9500-88-BLU-CHR
12.80 .3 Back-up 9501-88 14.00 .1 Marker
14.00 .1 Marker 9506-88 14.00 .1 Marker

302R-88AC 14.00 .03 Marker 9507-88 14.00 .1 Marker
302Y-88AC 14.00 .03 Marker 9510-88 14.00 .1 Marker
34-55-88 14.00 .02 License illuminator 9511-88 14.00 .1 Marker
37-88AC License illuminator 9512R-88 14.00 .04 Marker
452C-88 12.80 .8 Turn 9512Y-88 14.00 .04 Marker

14.00 .2 Tail/Marker 9522R-88 14.00 .05 Marker
453C-88 12.80 .8 Turn 9522RC-88 14.00

14.00 .2 Tail/Marker 9522Y-88 14.00 .05 Marker
8601-88AC 12.80 .5 Stop/Turn 9522YC-88 14.00

14.00 .1 Tail 9530-88 14.00 .1 Marker
8610-88AC 12.80 .4 Stop/Turn 9531-88 14.00 .1 Marker

14.00 .05 Tail 9539-88 12.80 .2 Stop/Turn
8611-88AC 12.80 .5 Stop 14.00 .02 Tail

14.00 .03 Tail 9542-88 12.80 .2 Stop/Turn
12.80 .5 Turn 14.00 .02 Tail

8612-88AC 12.80 .1 Turn 9563-88 14.00 .1 Marker
9564-88 14.00 .1 Marker
9570-88 14.00 .04 Marker
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CURRENT / VOLTAGE INFORMATION

Current Current
Part# Volt age (amps) Function Part# Volt age (amps) Function 

9571-88 14.00 .1 Stop/Turn 9862-88 12.80 .2
9709-88 Tail 9863-55-88 14.00 .05 Marker
9710-88 9863C-55-88
9760-88 9864-55-88 14.00 .1 Marker
9762-88 9864-88 12.80
9819C-55-88 9865-88AC 12.80 .1 Stop/Turn
9819R-55-88 14.00 .1 Tail
9819Y-55-88 9866-88
9820R-88 14.00 .1 Marker 9877-88AC
9820Y-88 14.00 .05 Marker 9879-88 12.80 .3 Back-up
9821R-55-88 9880-88 12.80 .6 Turn
9821R-88 14.00 .03 Marker 9881-88 12.80 .4 Stop/Turn
9821Y-55-88 14.00 .05 Tail
9821Y-88 14.00 .04 Marker 9882-88 12.80 .4 Turn
9823R-88 14.00 .1 Marker 9883-88 12.80 .4 Stop/Turn
9823Y-88 14.00 .1 Marker 14.00 .02 Tail
9824R-55-88 14.00 .1 Marker 9884-88 12.80 .2 Turn
9824Y-55-88 14.00 .2 Marker 9886-88 12.80 .2 Turn
9829R-88 9891-88 12.80 .2 Stop/Turn
9829Y-88 14.00 .1 Tail
9839-88 12.80 .2 Stop/Turn 9891BU-88

14.00 .02 Tail 9892-88 12.80 .1 Turn
9840-88 12.80 .3 Turn 9893-88 12.80 .1 Stop/Turn
9841-88 12.80 .3 Stop/Turn 14.00 .01 Tail

14.00 .02 Tail 9893BU-88
9842-88 12.80 .3 Turn 9894-88 12.80 .1 Turn

14.00 .04 Tail 9895C-55-88AC
9843-555-88 12.80 .2 Stop/Turn 9895W-55-88AC

14.00 .1 Tail 9897-88 12.80 .2 Stop/Turn
9843-88 12.80 .2 Stop/Turn 14.00 .1 Tail

14.00 .1 Tail 9898-88 12.80 .2 Stop/Turn
9843WP-88 12.80 .1 Stop/Turn 14.00 .03 Tail

14.00 .02 Tail
9847-88 12.80 .3 Back-up
9849-88 12.80 .3 Back-up
9850-88 12.80 .3 Turn
9852-555-88 12.80 .1 Stop/Turn

14.00 .01 Tail
9852-88 12.80 .1 Stop/Turn

14.00 .1 Tail
9853-88 12.80 .2 Stop/Turn

14.00 .02 Tail
9856-88 12.80 .3 Stop/Turn

14.00 .04 Tail
9857-88 12.80 .2 Stop/Turn

14.00 .02 Tail
9858-88 12.80 .3 Turn

14.00 .04 Tail
9859-88 12.80 .2 Stop/Turn

14.00 .02 Tail
9860-88 12.80 .4 Back-up
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FREQUENTLY ASKED QUESTIONS

THINGS YOU SHOULD KNOW - FREQUENTLY ASKED QUESTIONS

Q: When were the Federal Motor Vehicle Safety Standards enacted into law?
A: Congress enacted this legislation in 1966 to establish uniform safety standards for motor   

vehicles and motor vehicle equipment. NHTSA has the responsibility and authority for carrying 
out the mandates of this law.

Q: What specific products are covered?
A: FMVSS-108 defines requirements for headlamps, tail lamps, stop lamps, license plate lamps, 

reflectors, side markers, back-up lamps, turn signal lamps, flashers, signal switches, 
identification lamps, clearance lamps, parking lamps and reflective tape.

Q: May individual States enact and enforce safety standards which are different than the Federal 
standards?

A: No. 

Q: To whom does the law apply?
A: Section 108 of the National Safety Act of 1966 states: “No person shall manufacture for sale, 

sell, offer for sale, or introduce into the United States any motor vehicle or item of motor 
vehicle equipment unless it is in conformity with such standards.” As you can see these 
standards apply not only to the motor vehicle manufacturer, but to distributors, dealers and 
importers as well.

Q: What are the penalties for non-conformance with the Standards?
A: The NHTSA cooperates with manufacturers and distributors so that every effort is made to 

resolve compliance problems by “corrective action” and reviewing the data supporting “due 
care” process.  The law, however, provides for the recall of non-conforming products and fines 
when the NHTSA investigations show that “due care” has not been exercised. As of now, over 
100 recalls have been initiated on FMVSS 108 products, involving over 1,000,000 products. 
Fines have been assessed for hundreds of thousands of dollars. The NHTSA considers this a 
serious business.

Q: How does NHTSA deal with “non-conforming” or counterfeit regulated safety items which are 
produced “off shore” and imported here?

A:  The enforcement arm of NHTSA is aware of the situation as it relates to non-conforming 
products and as of this date is attempting to investigate and take appropriate actions whenever 
possible.

Q: How can “distributors” be assured that the products they handle are in compliance with the 
applicable safety standards?

A: Your best bet is to deal only with companies that have an established reputation for quality. 
You will find that they have made substantial investments in quality programs, test equipment, 
etc.

Q: Are Federal Safety Standards applicable to both original and replacement items?
A: Yes, FMVSS-108 applies to both aftermarket and original equipment items.

Globe is an established and reputable manufacturer of lighting equipment. We have over 59 years of 
experience supplying quality products to the automotive market.  Don’t take a chance!  Specify Glo-Brite 
for your lighting needs.
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Grote Globe Grote Globe Grote Globe Grote Globe

Part# Part# Part# Part# Part# Part# Part# Part#

40641 10001 47092 9863-55-88 55470 476LR 40152-4 10011

40650 10000 47093 9564-88 55890 457 40232-1 12013

41022 12009 47093 9864-55-88 55900 456 41022-3 12011

41023 12010 47112 9501-88 55993 9880-88 41023-3 12012

41093 10002 47113 9500-88 60101 36 41033-4 12018

41121 12000 47122 9511-88 62011 271P-3 41042-3 12015

41122 12001 47123 9510-88 62171 9547 41043-3 12016

41142 12021 47222 9507-88 62441 9547-3 82-2163 99

41143 12022 47223 9506-88 62521 9552 82-2168 95LF

41152 12019 47242 9522r-88 64931 9700AC

41153 12020 47243 9522y-88 66840 9504

43240 2516 50902 269 67000 9544

43362 1253 50912 268 67010 9545

43512 9566 50942 272 68680 1747

43572 9540-2 50952 273 71422 12002

43673 120-60 50972 232 73040 4097

43723 9552-6 50992 296 73050 4107

43790 9565 52183 9550 73090 4108

43970 9536 52193 1250 73110 4102

43970 9537B 52253 1252 76463 3502

43980 9537 52572 9555 76803 2512

45082 9530-3 52573 9554 77043 3412

45283 9531-3 52602 238 77073 2922

45092 9561-3 52602 239 77083 2912

45093 9560-3 52672 9551 77083 3112

45812 9511 52772 9541 77103 2702

45813 9510 52773 9540 77123 2727

45822 9501 52782 9543 77123 2752

45823 9500 52783 9542 77703 2612

45832 9521 52802 237 78260 2675

45833 9520 52812 236 91410 9515

46392 9824R-55 52892 9553 91740 9546

46393 9824Y-55 53183 9840-88 92120 9505

46412 9531 53702 1740 92420 1250-2AC

46413 9530 53712 1741 94180 9586

46742 9561 53762 1743 40052-3 12007

46743 9560 55410 470 40053-3 12008

46792 121 55410 481 40072-3 12003

46793 120 55420 471 40073-3 12004

47063 302-012 55450 463 40092-3 12005

47082 9531-88 55450 482 40093-3 12006

47083 9530-88 55460 464 40132-4 12017

47092 9563-88 55470 466 40133-3 12014

GROTE / GLOBE INTERCHANGE
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Peterson Globe Peterson Globe Peterson Globe

Part# Part# Part# Part# Part# Part#

145 9547 326 00 476LR B477A 12006

325 470 415K 9547-3 B477R 12005

325 471 416K 9552-3 B479A 12016

325 481 421-09 1253 B479R 12015

438 36 421-18 1250-2AC B481A 12004

442 269 421K 9553 B481R 12003

445 232 421KA 9554 B487A 12014

446 1741 421KR 9555 B487R 12013

447 1743 424-09 9540-5 M153A 9530-88

449 12002 426A 9540 M153R 9531-88

453 237 426KA 9542 M160A 9522Y-88

507 9700AC 426KR 9543 M160R 9522R-88

780 4097 426R 9541 M161A 9564-88

781 4107 442 00 272 M161A 9563-88

138A 120 442L 268 M352A 1250

138R 121 442L 00 273 M352KA 1252

142-18 9515 446-49 1747 M392C 271P-3

142-49 9504 446L 1740 M416 9552

142A 9510 453L 00 236 M420R-2 9886-88

142R 9511 454 00 296 M421A 9550

143A 9520 465-1 10000 M427R 9551

143R 9521 465K 10011

146-18 9505 467-1 10001

146A 9500 554-41 96LF

146R 9501 746A 2702

150-09 9536 453A 2512

150-10 9537 753MA 2516

150A 9530 754A 3502

150R 9531 760A 2612

154-10K 9565 769-1A 2752

154A 9560 769-1A 3112

154KA 9560-3 769-2MA 2812

154KR 9561-3 790A 2922

154R 9561 791A 3412

162A 9510-88 B106-09 120-60

162R 9511-88 B431-49 9545

164A 9500-88 B431-491 9544

164R 9501-88 B470A 12010

2077 00 482 B470R 12008

320 00 463 B475A 12009

321 00 464 B475R 12007

324 00 462 B476A 12012

325 00 466 B476R 12011

PETERSON / GLOBE INTERCHANGE
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Signal Stat Globe Signal Stat Globe Signal Stat Globe

Part# Part# Part# Part# Part# Part#

9674 2616 57A 12012

30 10000 16000 9500-88 57TD 12011

322 4097 17000 9510-88 620W 9700AC

323 4102 1010A 9510 6610A 2912

327 4107 1011A 9520 6810A 2922

798 12002 1030A 9500 6850A 2612

1010 9511 1213A 120 92WD 271P-3

1011 9521 13000A 302-012 9670A 2675

1030 9501 1500A 9530

1213 121 16000A 9501-88

1500 9531 17000A 9511-88

1900 9561 1900A 9560

4017 268 24TD 10011

4018 269 27S 10001

4023 272 27Y 10002

4024 273 307A 2702

4025 236 309A 3112

4026 237 331A 3502

4028 238 332A 2512

4040 9541 365A 2516

4042 9543 4027D 232

4044 9551 4040A 9540

4070 9553 4041W 9547

4072 9555 4070A 9550

4742 481 4071W 9552

4842 476LR 4073AK 9554

4852 457 42-3 12009

4853 456 42A-3 1253

4854 463 42A-3 12010

4855 464 45-3 12003

5014 1740 45A-3 12004

5030 1741 47-3 12007

6810 2932 47A-3 12008

9121 9515 4872AA 462

9122 9504 4874AA 466

9123 9545 5015K 296

9124 9544 5016K 239

9127 9546 52-3 12005

9139 9505 52A-3 12006

9157 1250-2AC 5315Y101 1743

9179 120-60 54-3 12015

9381 9537 54A-3 12016

9389 9565 56ADB 12014

9464 1747 56DB 12013

SIGNAL STAT / GLOBE INTERCHANGE
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Truck-Lite Globe Truck-Lite Globe Truck-Lite Globe Truck-Lite Globe

Part# Part# Part# Part# Part# Part# Part# Part#

1570 9824R-55 81311 481 30050R 9501-88-3 92504Y 2752

4025 236 92902 4102 30050Y 9500-88-3 92511Y 3112

4026 237 92902 4108 30200R 9501 92512Y 2616

4028 238 92903 4107 30200Y 9500 92512Y 2812

4028 239 92910 4097 30250R 9501-88 92516Y 2922

4742 470 94902 9504 30250Y 9500-88 92518Y 2932

4742 471 94925 9545 35200R 9522R-88 92520Y 2612

9410 95LF 94926 9544 35200Y 9522Y-88 92524Y 2512

9413 96LF 95000 1747 35201R 9522RC-88 92525Y 2516

9415 99 97974 12002 35201Y 9522YC-88 92529Y 2912

10704 9515 98100 10001 40002R 9543 92530Y 2702

10719 95106V 98101 10000 40002Y 9542 92539Y 2727

10729 9566 98104 10011 40202R 9541 92605Y 3502

10740 9510-6 98110 10002 40202Y 9540 98003R 12013

15404 9536 98153 12000 40215R 9551 98003Y 12014

15405 9537 10050R 9511-88-3 44222R 9539-88 98004R 12009

15408 9537B 10050Y 9510-88-3 44224Y 9840-88 98004Y 12010

19739 9565 10202R 9511 45252R 9571-88 98005R 12007

26331 36 10205R 9521 45271Y 9883-88 98005Y 12008

26720 120-60 10202Y 9510 45272R 9882-88 98006R 12011

30700 9505 10205Y 9520 523DK 9896-3 98006Y 12012

30712 9500-6V 10250R 9511-88 537A 6611 98007R 12003

30713 9500-6 10250Y 9510-88 60002R 9555 98007Y 12004

40204 9547 10276R 9507-88 60015Y 1252 98008R 12005

40700 9546 10276Y 9506-88 60083Y 9554 98008Y 12006

40719 9540-2 15200R 9531 60202R 9553 98032R 12015

44700 9539-6V 15200Y 9530 60202Y 9550 98032Y 12016

44701 9539-6 15250R 9531-88 60215Y 1250 98154R 12001

45700 9586 15250Y 9530-88 60290Y 9850-88 98175R 12021

60204 9552 15506R 9530-3 80311R 232 98175Y 12022

60700 1250-2AC 15506Y 9531-3 80330R 268 98176R 12019

60702 1253 1570A 9824Y-55 80330R 272 98176Y 12020

60705 9553-6V 19002R 9561-3 80331R 269

60719 9552-6 19002Y 9560-3 80331R 273

80340 271P-3 19006R 9863-55-88 80380R 1740

80360 9700AC 19006Y 9864-55-88 80381R 1741

80498 9705 19200R 9561 80382R 296

81306 456 19200Y 9560 80383R 1743

81307 457 19250R 9563-88 81305Y 462

81308 464 19250Y 9564-88 81312Y 482

81309 463 25750Y 302-012 91273Y 9880-88

81310 466 26302R 121 91274R 9881-88

81310 476LR 26302Y 120 925002Y 3412

TRUCK-LITE / GLOBE INTERCHANGE
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CUSTOM PLASTIC MOLDING

R A N G E R

Globe Specialty has a sister division, Ranger Molding, that can custom mold your product.  In fact, we can
take your requirement or even just your concept and either help you design it or mold a product from your
existing tooling.  From your concept, Ranger can provide a complete turnkey service.  This includes part
design and engineering, mold tooling, and the production of your components.

Our very versatile facility has molding presses ranging from 10 ton vertical types for molding small parts
often with metal components inserted, to presses over 600 tons for large panels, enclosures and similar
components.  We specialize in secondary operations such as printing and machining components at the
press to save you the cost of offline operation.

Our molding facility is located on premises at Globe in Chicago, less than three miles from Midway Airport.
Ranger operates under the same exacting quality system as Globe, and is QS9000 certified.  

Our equipment is constantly operated and maintained to produce the quality lamps and lenses that meet
DOT requirements and that have earned us the respect of the aftermarket.  This allows our Ranger Group
to produce your molding requirements at very reasonable margins.

Our expertise not only includes optics and illumination, but also includes a large scope of products ranging
from precision medical devices to enclosures and internal components for the consumer electronics 
industry.

Please contact Globe for any additional information and be sure to request our Ranger Molding Brochure.

MOLDING SERVICES SECONDARY SERVICES

Injection Molding Sonic Welding
Insert Molding Hot Stamping
Engineered Materials Pad Printing
Design Support Silk Screening
Tool Design Bar Coding & Labeling
Pro-E Design Support Wire Stripping & Terminating
SPC/Quality Systems Assembly
Process Monitoring Systems Packaging
State of the Art Molding Equipment Vibration Welding

RANGER MANUFACTURING COMPANY

2700 W. 50th Street Chicago, Illinois 60632 
Ph: 773-925-4700 Fax: 773-925-3672 
E-mail us at: custserv@rangermolding.com

TRIPLEX LUMI-FLECT® Technology

Triplex is excited to introduce its revolutionary LUMI-FLECT® Technology incorporated in its new 9450

Series lamps. This patent pending development permits both light and reflection to occur in the same

place eliminating the need for separate reflectors as well as additional space, cost and labor.  Flexibility

in vehicular styling and design is now vastly improved with the integration of both functions.  At last, a

single component is available that meets the mandated requirements for both illumination and retro-

reflection (reflex).
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ISO 9001 CERTIFIED
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INDEX BY PART NUMBER

PART# PAGE# PART # PAGE# PART # PAGE# PART# PAGE#
32 44 122R-55-88 28 374X 62 1741 15 

32-55 44 122Y-55 32 374X-002 62 1743 15
33 45 122Y-55-88 28 374X-002-56 62 1747 61
34 45 123R-55-88 28 374X-57 62 2317 39

34-55-88 45 123Y-55-88 28 375X 62 2318 39
35 45 124 41 375X-56 62 2319 39
36 44 124C 41 376X 62 2320 39

37-88 44 125R-5-88 28 376X-57 62 2511 47
38 44 125R-55-88 29 377X 62 2512 47
95 67 125Y-5-88 28 379X 62 2513 47

95LF 67 125Y-55-88 29 379X-56 62 2514 47
96 67 126-5 32 380X 62 2516 47

96LF 67 126-55 32 380X-56 62 2520Y 48
99 67 127-5 32 381X 62 2611 47

100 66 127-55 32 452C-88 22 2612 47
100LF 66 141-98 12 453C-88 22 2613 47
106LF 66 142-98 22 456 23 2614 47
107LF 66 146W 22 457 23 2616 47

109 66 147-DW 38 462 23 2675 53
109LF 66 147-W 38 463 23 2701 50
109XC 66 232 13 464 23 2702 50

112LF-000 66 232-88 12 466 24 2703 50
112LF-003 66 233 13 470 24 2704 50
112LF-004 66 233-88 12 471 24 2726 50
112LF-006 66 236 13 476LR 24 2727 50

112XC 66 236-88 12 479 25 2728 50
114LF-000 67 237 13 480 25 2729 50

114XC 67 237-88 12 481 25 2751 50
116 41 238 13 482 25 2752 50
117 31 238C 13 520LF-16 67 2753 50

117-60 59 239 13 1236-88AC 21 2754 50
118 31 239C 13 1237-88AC 11 2811 51

119-60 57 268 14 1237C-88AC 11 2812 51
119A 31 269 14 1238-88AC 37 2813 51
119C 41 271P-3 38 1240-897 22 2814 51
119R 31 272 14 1240-898 38 2911 51
120 31 273 14 1240-899 11 2912 51

120C 31 296 14 1250 26 2913 51
120-48 41 302-011 32 1250-2AC 60 2914 51
120-49 31 302-012 32 1251 26 2915 59
120-50 31 302-013 41 1252 26 2921 49

120-5-88 28 302R-88 29 1253 57 2922 49
120-55-88 28 302Y-88 29 1254 26 2923 49

120-60 59 304R-55-88-3 29 1256 27 2924 49
121 31 304Y-55-88-3 29 1258 27 2931 49

121C 31 322X 62 1258-3 27 2932 49
121-5-88 28 322X-56 62 1260-88 26 2933 49

121-55-88 28 323X 62 1260-88-3 26 2934 49
122R-55 32 323X-57 62 1740 15 2941 52 
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PART# PAGE# PART # PAGE# PART # PAGE# PART# PAGE#
2942 52 8520AC 4 9510-88-3 34 9551-3 8
2943 52 8522AC 4 9511 35 9552 37
2944 52 8601-88AC 2 9511-3 35 9552-3 37
2951 52 8610-88AC 2 9511-88 34 9552-6 59
2952 52 8611-88AC 2 9511-88-3 34 9553 9
2953 52 8612-88AC 17 9512R-88 34 9553-6V 59
2954 52 8620-88AC 2 9512R-88-3 34 9554 20
3111 51 8621-88AC 3 9512Y-88 34 9555 9
3112 51 8630-88AC 3 9512Y-88-3 34 9560 33
3113 51 8632-88AC 17 9515 60 9560-3 33
3114 51 8640-88AC 17 9520 35 9561 33
3411 52 9340Q-88 49 9521 35 9561-3 33
3412 52 9350Q-88 49 9522R-88 29 9563-88 30
3413 52 9401-555-88 4 9522RC-88 29 9563-88-3 30
3414 52 9402-55-88 4 9522Y-88 29 9563-88-3B 30
3501 48 9430-55-88 39 9522YC-88 29 9564-88 30
3502 48 9431-55-88 39 9530 33 9564-88-3 30
3503 48 9433-555-88 39 9530-3 33 9564-88-3B 30
3504 48 9451-555-88AC 5 9530-88 30 9565 57

3520R-88 47 9453-555-88AC 5 9530-88-3 30 9566 57
3520Y-88 47 9454-555-88AC 5 9530-88-3B 30 9570-88 30
3520W-88 47 9455-55-88AC 5 9531 33 9571-88 30
3525Y-88 48 9456-555-88AC 6 9531-3 33 9582-5 57
3620Y-88 48 9458-55-88AC 39 9531-88 30 9582-55 58

4097 46 9461-55-88AC 39 9531-88-3 30 9584 58
4102 46 9463-555-88AC 39 9531-88-3B 30 9585 58
4107 46 9500 34 9536 57 9586 60
4108 46 9500-3 34 9537 57 9700AC 42
4109 46 9500-6 58 9537B 57 9701X 42

4301-3 54 9500-6V 58 9539-6 58 9702X 42
6610 46 9500-88 33 9539-6V 58 9703 43
6611 46 9500-88-3 33 9539-88 6 9705 43
6612 46 9500-88-BLU 40 9539-88-3 6 9706 43
6613 46 9500-88-BLU-CHR 40 9540 18 9708 43
6614 46 9501 34 9540-2 57 9709-88 42
6615 46 9501-3 34 9540-44 61 9760-88 41
6616 46 9501-88 33 9540-5 61 9761 41
6617 46 9501-88-3 33 9541 8 9762-88 40
6618 46 9504 61 9542 18 9819C-55-88 40
6619 46 9505 60 9542-88 6 9819R-55-88 35
6620 46 9506-88 33 9542-88-3 6 9819Y-55-88 35
6621 46 9506-88-3 33 9543 8 9820R-88 29

8504-76 21 9507-88 33 9544 61 9820Y-88 29
8505-77 10 9507-88-3 33 9545 61 9821R-88 33
8506-76 37 9510 35 9546 60 9821Y-88 33
8511AC 3 9510-3 35 9547 36 9821R-55-88 34
8513AC 3 9510-6 58 9547-3 36 9821Y-55-88 34
8517AC 3 9510-6V 58 9550 20 9822R 34
8519AC 4 9510-88 34 9551 8 9822Y 34

INDEX BY PART NUMBER
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PART# PAGE# PART # PAGE# PART # PAGE# PART# PAGE#
9823R-88 35 9860-88 37 9899R 16
9823Y-88 35 9860-88-5C 59 9899-3-1 16-54
9824R-55 35 9862-88 40 10000 56
9824Y-55 35 9864-88 19-53 10001 56

9824R-55-88 35 9864-88-3 19-53 10002 56
9824Y-55-88 35 9863-55-88 30 10003 56

9829R-88 30 9864-55-88 30 10011 56
9829Y-88 30 9865-88 9 10012 56
9839-88 6 9865-88-5C 59 10013 56

9839-88-3 6 9866-88 19 10014 56
9840-88 17 9877-88 10 10015 56

9840-88-3 17 9878Y-88 20 12000 55
9840-88-33 17 9879-88 37 12001 55

9841-88 6 9880-88 21 12002 54
9841-88-3 6 9881-88 10 12003 55
9842-88 18 9882-88 22 12004 55

9842-88-3 18 9883C 38 12005 55
9843WP-88 7 9883-88 11 12006 55

9843-88 7 9884-88 20 12007 55
9843-88-3 7 9884-88-3 20 12008 55

9843-555-88 7 9884-88-32 20 12009 55
9843-555-88-3 7 9884-88-33 20 12010 55

9844 61 9884-88-35 20 12011 55
9845 61 9886-88 18 12012 55

9847-88 36 9886-88-3 18 12013 55
9847-88-3 36 9886-88-32 18 12014 55

9847-88-32 36 9886-88-33 18 12015 55
9847-88-33 36 9886-88-35 18 12016 55
9847-88-35 36 9891-88 7 12017 55

9849-88 36 9891-88-3 7 12018 55
9849-88-3 36 9891BU-88 36 12019 56

9849-88-32 36 9891BU-88-3 36 12020 56
9849-88-33 36 9892-88 18 12021 56
9849-88-35 36 9892-88-3 18 12022 56

9850-88 19 9893-88 9
9850-88-3 19 9893-88-3 9

9850-88-35 19 9893BU-88 36
9852-88 8 9893BU-88-3 36

9852-88-3 8 9894-88 20
9852-555-88 8 9894-88-3 20

9852-555-88-3 8 9895C-55-88 40
9853-88 9 9895W-55-88 40

9853-88-3 9 9896L 15
9856-88 19 9896R 15

9856-88-3 19 9896-3-1 15-54
9857-88 9 9897-88 12

9857-88-3 9 9897-88-3-1 12-54
9858-88 21 9898-88 12
9859-88 10 9899L 16

INDEX BY PART NUMBER



(APPLICABLE) SAE CODES
FUNCTION DESCRIPTION
A Reflex Reflector
A2 Reflex reflector for use on motor vehicles 2032mm or more in overall width
A3 Reflex reflector for conspicuity treatment (CT) for use on vehicles 20322mm or more in overall width
A4 Reflex reflector for CT vehicles> 2032mm-50mm wide ( truck/trailer)
A5 Reflex reflector for CT vehicles > 2032mm width ( truck/trailer)
A6 Reflex reflector for CT (vehicles.2032 mm width)-100 mm wide (truck/trailer)
A7 Reflex reflector for CT (vehicles.2032 mm width)-100 mm wide (school bus)
E Side Turn Signal lamps-vehicles 12m or more in length
E2 Side turn signal lamps-vehicles less than 12m in length
F Front Fog lamp
G Truck cargo lamp
H Sealed beam headlamp 
HR Replaceable bulb headlamp
I Turn signal lamp spaced greater than 100mm from headlamp
I3 Turn signal lamps spaced from 75 mm to less than 100 mm from headlamp
I4 Turn signal lamps spaced from 60 mm to less than 75 mm from headlamp
I5 Turn signal lamps spaced less than 60 mm from headlamp

I6
Rear mounted turn signal lamp and front mounted turn signal lamps mounted 100 mm or more from
the headlamp, for use on vehicles 2032mm or more in overall width

I7
Front mounted turn signal lamp mounted less than 100 mm from the headlamp, for use on vehicles
2032 mm or more in averall width

J1690 Flasher
K Front cornering lamps
K2 Rear cornering lamps
L License plate lamps
M Motorcycle and motor driven cycle headlamps-motorcycle type
N Motorcycle and motor driven cycle headlamps-motor driven cycle type
O Spot lamps
P Parking lamps
P2 Sidemarker lamp for use on vehicles 2032 mm or less in overall width
P3 Clearance, sidemarker and identification lamp for use on vehicles 2032 mm or more in overall width
PC2 Combination clearance and sidemarker lamp for use on vehicles 2032 or more in overall width
Q Turn signal operating unit-class A
QB Turn signal operating unit-class B
QC Vehicular hazard warning signal operating unit
QD1 Turn signal operating unit for use on vehicles 2032 mm in overall width-Type 1
QD2 Turn signal operating unit for use on vehicles 2032 mm in overall width-Type 2
R Reversing (Backup) lamps
S Stop lamps
S2 Stop lamp for use on vehicles over 2032 mm or more in overall width
T Tail lamps ( rear position lamp)
T2 Tail lamp ( rear position lamp) for use on vehicles  2032mm or more in overall width
U Supplemental high-mounted stop and turn signal lamp
U2 High mounted stop lamp for trucks 2032 mm or more in overall width
U3 Center high-mounted stop lamp for passenger cars, light trucks, and MPV’s
W Warning lamps for emergency, maintenance, and service vehicles
W2 Warning lamp for school buses
W3-1 Optical warning device-Class 1
W3-2 Optical warning device-Class 2
W3-3 Optical warning device-Class 3
W4 Emergency warning device ( triangular shape)
W5-1 360° gaseous discharge lamp-Class 1
W5-2 360° gaseous discharge lamp-Class 2
W5-3 360° gaseous discharge lamp-Class 3
Y2 Daytime running lamp
Z Auxiliary low beam lamps




